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CERTIFIED QUALITY

WE ARE STAINLESS.

Ort und Datum: Zertifizierungsstelle:
Barendrecht, 11. April 2022 DNV - Business Assurance

Zwolseweg 1, 2994 LB  Barendrecht,
Netherlands

Erie Koek
Vertreter des Managements

 

Bei Verstoß gegen die im Zertifizierungsvertrag genannten Bedingungen kann das Zertifikat seine Gültigkeit verlieren.

AKKREDITIERTE STELLE: DNV Business Assurance B.V., Zwolseweg 1, 2994 LB, Barendrecht, Netherlands - TEL: +31(0)102922689. www.dnv.com/assurance

MANAGEMENT  

SYSTEM ZERTIFIKAT  

Zertifikat-Nr.:
10000406119-MSC-RvA-DEU

Datum der Erstzertifizierung:
27. August 2018

Gültig:
23. Mai 2022 – 22. Mai 2025

Hiermit wird bescheinigt, dass das Unternehmen

Ketten Wälder GmbH
Im Gewerbegebiet 5, 83093 Bad Endorf, Deutschland

ein Qualitäts-Managementsystem in Übereinstimmung mit dem folgenden Standard eingeführt
hat und anwendet:

ISO 9001:2015

Dieses Zertifikat ist gültig für die folgenden Produkt- oder Dienstleistungsbereiche:

Entwicklung, Herstellung und Vertrieb von Rundstahlketten, Anschlagmitteln und Zubehör
aus Vergütungs- und rostfreien Edelstählen für Offshore-, Industrie-, Maritim- und Freizeit-
Anwendungen



cromox® US, Inc. – stainless steel chain technology for LIFTING, NAUTIC, CUSTOM, PLAY 

QUALITY MADE IN GERMANY 
cromox® US, Inc. of Richmond, Virginia, USA, is an affiliate company of Ketten Waelder GmbH, headquartered in South Bavaria, Germany.

With more than 70 years of profound technological knowledge and market experience as well as an ongoing expansion of their product portfolio 
and optimization of their products, family-owned Ketten Waelder GmbH offers state-of-the-art solutions within the scope of their product 
categories LIFTING, NAUTIC, CUSTOM and PLAY. Their choice of only high-grade materials, ensured by their Lloyds-Register-certified 

laboratory, contributes to the company‘s excellent reputation of providing top-level, cutting-edge stainless steel products. In addition, membership 
at LEEA ensures a consistently high standard of quality and safety.

cromox® US, Inc. distributes superior-quality stainless steel products (chains and components), originating from the cromox® product line of 
Ketten Waelder GmbH, produced in Germany. The U.S. subsidiary was established in 2018 in order to serve their U.S. customer base locally, in 
the USA, primarily with a focus on their LIFTING product range – however, over the years this has expanded to include the other categories, too.
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cromox® Lifting Products –  
safety in lifting & handling loads

LIFTING

Specifications & Facts

INFO

We also develop and manufacture 
unique stainless steel products for you.

CUSTOM

cromox® Anchor Chain –  
peace of mind on anchor

NAUTIC

cromox® Swing Chain –  
safety & reliability when playing

PLAY

Become an authorized cromox® sales partner

SAPA+





Product News 2022

cromox® Chain QK, Grade 80 Page 12

cromox® Self Locking Eye Hook QOSL, Grade 80 Page 21

cromox® Weld-on Hook CSHF, Grade 60 Page 23

cromox® Clevis Shackle QGS, Grade 80 Page 26

cromox® Rotoconnect CRC Page 28

cromox® Swivel Lifting Point CDAW, Grade 60 Page 33

cromox® Hoist CCH - 200 Page 48

cromox® Hoist-Trolley CHT Page 49

cromox® Stud Link Chain CXSL, Grade 60 PLUS Page 55

... as well as many new chain sizes and variants.

NEWS





Chain

Master Links

Hooks

Shackle

Chain Slings

Lifting Points

Pump Chain

Conveyor Chain

LIFTING



STEEL

INOX

STAINLESS

In-house design and 
engineering department

In-house  
test laboratory 

Regular product  
trainings

10



STEEL

INOX

STAINLESS

STEEL

INOX

STAINLESS

Chain 11



STEEL

INOX

STAINLESS

Chain Grade 60 + Grade 8012
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cromox® Chain CK, Grade 60 similar to DIN 5687, AISI 316L, blasted

Chain size Part number d" t" b1 min." b2 max." WLL [lbs] Weight [lbs/ft] $/ft
↓ CK 3* 0.12 0.55 0.20 0.49 440 0.11 4.00

1/8 CK 4 0.16 0.47 0.20 0.54 880 0.24 5.60
3/16 CK 5 0.20 0.59 0.25 0.73 1,320 0.36 7.70
1/4 CK 6 0.24 0.71 0.31 0.87 1,980 0.54 10.40

9/32 CK 7 0.28 0.83 0.36 1.02 2,750 0.74 13.50
5/16 CK 8 0.31 0.94 0.41 1.17 3,300 0.94 16.50
3/8 CK 10 0.39 1.18 0.51 1.46 5,400 1.48 24.30
1/2 CK 13 0.51 1.54 0.67 1.89 8,480 2.55 41.00
5/8 CK 16** 0.63 1.89 0.82 2.33 13,250 3.83 70.80
↓ CX 18*** 0.71 2.13 0.96 2.55 17,650 4.91 89.30
↓ CX 22*** 0.87 2.60 1.16 3.12 24,245 7.33 134.00
1 CX 26*** 1.02 3.07 1.38 3.69 33,070 10.22 186.30

*Factory standard, not marked
**Also available in AISI 318LN Duplex 
***AISI 318LN Duplex

cromox® Chain QK, Grade 80 similar to DIN 5687

Chain size Part number d" t" b1 min." b2 max." WLL [lbs] Weight [lbs/ft] $/ft
3/16 QK 5 0.20 0.59 0.25 0.73 1,760 0.36 10.10
1/4 QK 6 0.24 0.71 0.31 0.87 2,470 0.54 13.50

9/32 QK 7 0.28 0.83 0.36 1.02 3,300 0.74 16.90
5/16 QK 8 0.31 0.94 0.41 1.17 4,400 0.94 20.70
3/8 QK 10 0.39 1.18 0.51 1.46 6,950 1.48 30.80
1/2 QK 13 0.51 1.54 0.67 1.89 11,680 2.55 52.80

Additional electropolishing optionally available – please refer to page 56 for general and pricing information.
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cromox® Hoist Chain CHK, Grade 60 similar to DIN 5684, AISI 316L, tested, calibrated, bright polished

Chain size Part number d" t" b1 min." b2 max." a / hand  
WLL [lbs]

b / motor 
WLL [lbs]

Weight  
[lbs/ft]

BF [lbs] $/ft

1/8 CHK 4.0 x 12.0 0.16 0.47 0.20 0.54 880 700 0.24 3,600 6.60
↓ CHK 4.0 x 12.3 0.16 0.48 0.20 0.54 880 700 0.24 3,600 6.60

3/16 CHK 5.0 x 15.0 0.20 0.59 0.24 0.67 1,380 1,100 0.36 5,620 9.10
↓ CHK 5.0 x 15.1 0.20 0.60 0.25 0.67 1,380 1,100 0.36 5,620 9.50
↓ CHK 5.0 x 15.3 0.20 0.60 0.24 0.66 1,380 1,100 0.36 5,620 9.50

1/4 CHK 6.0 x 18.0 0.24 0.71 0.28 0.80 2,095 1,650 0.54 8,320 12.20
↓ CHK 6.3 x 19.1 0.25 0.75 0.31 0.84 2,200 1,760 0.58 9,000 13.10

9/32 CHK 7.0 x 22.0 0.28 0.83 0.33 0.93 2,750 2,200 0.74 11,240 15.80
↓ CHK 7.1 x 21.0 0.28 0.87 0.33 0.91 2,750 2,200 0.74 11,240 15.80
↓ CHK 7.1 x 21.2 0.28 0.84 0.35 0.93 2,750 2,200 0.75 11,240 16.70

5/16 CHK 8.0 x 24.0 0.32 0.95 0.38 1.06 3,520 2,750 0.94 14,160 19.30
↓ CHK 8.0 x 24.2 0.32 0.95 0.38 1.06 3,520 2,750 0.94 14,160 19.30
↓ CHK 9.0 x 27.0 0.35 1.06 0.43 1.20 4,400 3,520 1.21 17,980 24.30
↓ CHK 9.5 x 28.5 0.37 1.12 0.43 1.23 5,070 4,070 1.34 20,000 26.90

3/8 CHK 10.0 x 28.0 0.39 1.10 0.47 1.34 5,510 4,400 1.48 22,480 28.60
↓ CHK 10.0 x 30.0 0.39 1.18 0.49 1.34 5,510 4,400 1.48 22,480 28.60
↓ CHK 11.2 x 34.0 0.44 1.34 0.55 1.50 7,070 5,660 1.88 27,870 36.60

5/8 CXK 16.0 x 45.0* 0.63 1.77 0.76 2.14 13,200 10,580 3.99 56,840 88.40
↓ CXK 18.0 x 50.0* 0.71 1.97 0.85 2.41 17,850 14,280 5.03 72,115 110.90
↓ CXK 22.0 x 66.0* 0.87 2.60 1.04 2.95 24,245 19,390 7.33 96,980 162.80

3/16 NHC 5.0 x 24.0** 0.20 0.95 0.28 0.71 - - 0.31 - 6.40
↓ NHC 5.0 x 25.0** 0.20 0.95 0.28 0.69 - - 0.30 - 6.20
↓ NHC 5.0 x 25.2** 0.20 0.99 0.28 0.69 - - 0.30 - 6.20

*AISI 318LN Duplex
**Hand chain 

cromox® Hoist Chain QHK, Grade 80 similar to DIN 5684, tested, calibrated, bright polished

Chain size Part number d" t" b1 min." b2 max." a / hand  
WLL [lbs]

b / motor 
WLL [lbs]

Weight  
[lbs/ft]

BF [lbs] $/ft

9/32 QHK 7.0 x 21.0 0.28 0.83 0.33 0.93 3,300 2,640 0.74 13,200 18.20

Additional electropolishing optionally available – please refer to page 56 for general and pricing information. 
a = hand driven SF 4:1 
b = motor driven class 1 Bm SF 5:1
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cromox® Chain CDK, Grade 60 similar to DIN 766, AISI 316L, tested, calibrated, bright polished

Chain size Part number d" t" b1 min." b2 max." WLL [lbs] BF [lbs] Weight [lbs/ft] $/ft
1/8 CDK 4 0.16 0.63 0.21 0.55 880 3,596 0.22 5.20

3/16 CDK 5 0.20 0.73 0.24 0.67 1,320 5,615 0.34 7.20
7/8 CDK 6 0.24 0.73 0.28 0.82 1,980 8,091 0.52 10.20

9/32 CDK 7 0.28 0.87 0.33 0.94 2,750 11,237 0.74 13.50
5/16 CDK 8 0.31 0.94 0.38 1.07 3,300 13,933 0.91 16.00
3/8 CDK 10 0.39 1.10 0.47 1.42 5,400 22,024 1.51 25.00
1/2 CDK 13 0.51 1.42 0.61 1.85 8,480 34,608 2.62 42.10
↓ CDK 14 0.55 1.61 0.66 1.97 9,695 41,575 2.96 47.60

5/8 CDK 16 0.63 1.77 0.76 2.28 13,250 53,936 3.90 72.50
↓ CDKX 18* 0.71 1.97 0.85 2.56 17,650 70,600 4.91 92.20
↓ CDKX 22* 0.87 2.52 1.09 3.27 24,245 96,980 7.33 136.80
1 CDKX 26* 1.02 2.87 1.23 3.7 33,070 132,280 10.22 186.80

cromox® Conveyor Chain CFK, Grade 60 AISI 316L, tested, calibrated, blasted

Chain size Part number d" t" b1 min." b2 max." BF [lbs] Weight [lbs/ft] $/ft
1/4 CFK 6.0 x 27.5 0.24 1.08 0.35 0.83 8,090 0.46 8.90

5/16 CFK 8.0 x 25.4 0.31 1.00 0.35 1.02 13,480 0.86 15.20
↓ CFK 8.0 x 31.0 0.31 1.22 0.41 1.10 13,480 0.85 14.90
↓ CFK 9.0 x 27.0 0.35 1.06 0.43 1.20 17,980 1.21 21.50
↓ CFK 9.0 x 31.0 0.35 1.22 0.46 1.24 17,980 1.11 19.80

3/8 CFK 10.0 x 31.0 0.39 1.22 0.49 1.34 21,580 1.48 24.30
↓ CFK 10.0 x 35.0 0.39 1.38 0.49 1.34 21,580 1.41 23.30
↓ CFK 10.0 x 38.0 0.39 1.50 0.49 1.34 21,580 1.34 22.20

1/2 CFK 13.0 x 45.0 0.51 1.77 0.64 1.74 34,620 2.35 38.00
5/8 CFK 16.0 x 56.0 0.63 2.2 0.87 2.28 50,700 3.58 56.20
↓ CFKX 18.0 x 63.0* 0.71 2.48 0.94 2.56 68,350 4.47 70.10
↓ CFKX 22.0 x 80.0* 0.87 3.15 1.22 3.27 92,600 7.22 113.30
1 CFKX 26.0 x 91.0* 1.02 3.58 1.38 3.70 127,900 9.63 150.80

*AISI 318LN Duplex 
Additional electropolishing optionally available – please refer to page 56 for general and pricing information.
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cromox® Master Links CAG/CBG, Grade 60 1- and 2-leg, blasted

Part number For chain d" t" b" WLL [lbs] Weight [lbs] $/pc.
1-leg 2-leg

CAG 6* - - 0.24 2.36 0.98 505 0.09 8.60
CAG 8* 1/8 - 0.31 2.13 1.18 880 0.15 11.00
CAG 10 3/16 1/8 0.39 3.15 1.97 1,320 0.33 18.10
CAG 13 1/4 to 5/16 3/16 to 1/4 0.51 4.33 2.36 3,300 0.75 24.70
CAG 16 3/8 1/4 to 5/16 0.63 4.33 2.36 5,400 1.17 33.30
CAG 18 - 3/8 0.71 5.31 2.95 7,825 1.76 48.40
CAG 22 1/2 to 5/8 1/2 0.87 6.30 3.54 13,250 3.31 84.30
CAG 26 11/16 5/8 1.02 7.09 3.94 17,630 5.07 123.30
CAG 32 3/4 11/16 1.26 7.87 4.33 26,450 8.60 202.80
CAG 36 0.87 3/4 1.42 10.24 5.51 35,620 14.00 318.30
CAG 45 1 0.87 1.77 12.6 6.89 44,100 26.50 597.50
CAG 50 1.26 1.00 1.97 13.4 7.48 52,910 35.00 797.20

CBG 5 - - 0.20 0.87 0.35 880 0.03 6.90
CBG 6 - - 0.24 1.02 0.51 1,320 0.04 8.30
CBG 8 - - 0.31 1.38 0.75 2,750 0.10 11.60
CBG 10 - - 0.39 1.73 0.98 3,300 0.20 16.10
CBG 13 - - 0.51 2.13 0.98 5,400 0.43 21.10
CBG 16 - - 0.63 2.76 1.34 8,480 0.82 27.30
CBG 18 - - 0.71 3.35 1.57 13,220 1.17 37.50
CBG 22 - - 0.87 4.53 1.97 16,750 2.35 64.00
CBG 26 - - 1.02 5.51 2.56 21,160 4.02 101.40
CBG 32 - - 1.26 5.51 2.76 33,070 6.39 162.30
CBG 36 - - 1.42 6.3 3.15 44,100 9.26 238.70

*For special purposes

cromox® Sub-Assembly CAK, Grade 60 3- and 4-leg, blasted

Part number For chain d" t" b" WLL [lbs] 45° WLL [lbs] 30° Weight [lbs] $/pc.
CAK 10/8 1/8 A 0.39  

B 0.31
A 3.15 
B 1.38

A 1.97 
B 0.75

1,760 1,320 0.53 41.10

CAK 13/10 3/16 A 0.51 
B 0.39

A 4.33 
B 1.73

A 2.36 
B 0.98

2,865 1,980 1.15 56.50

CAK 16/13 1/4 to 9/32 A 0.63 
B 0.51

A 4.33 
B 2.13

A 2.36 
B 0.98

5,840 4,075 2.14 75.10

CAK 18/16 5/16 A 0.71 
B 0.63

A 5.32 
B 2.76

A 2.95 
B 1.34

7,160 5,070 3.53 103.00

CAK 22/18 3/8 A 0.87  
B 0.71

A 6.30 
B 3.35

A 3.54 
B 1.57

11,350 8,045 6.08 159.20

CAK 26/22 1/2 A 1.02 
B 0.87

A 7.09 
B 4.53

A 3.94 
B 1.96

17,960 12,675 9.81 249.60

CAK 32/26 5/8 A 1.26 
B 1.02

A 7.87 
B 5.51

A 4.33 
B 2.56

27,770 19,835 16.64 390.00

CAK 45/32 0.71 A 1.77 
B 1.26

A 12.6 
B 5.51

A6.89 
B2.76

37,040 26,455 39.24 920.40

CAK 50/36 0.87 A 1.97 
B 1.42

A 13.4 
B 6.3

A7.48 
B3.15

50,930 36,380 53.80 1,274.60

Material
0.20" - 0.24" AISI 316L
0.31" - 1.97" AISI 318LN

t
db

t d
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B

b



STEEL

INOX

STAINLESS

Master Links | Sub-Assembly 17

cromox® Master Links CAGF/CBGF, Grade 60 1- and 2-leg, blasted

Part number For chain d" t" b" WLL [lbs] Weight [lbs] $/pc.
1-leg 2-leg

CAGF 8 1/8 - 0.31 2.13 1.18 880 0.15 12.70
CAGF 10 3/16 1/8 0.39 3.15 1.97 1,320 0.33 20.00
CAGF 13 1/4 to 5/16 3/16 to 1/4 0.51 4.33 2.36 3,300 0.75 28.40
CAGF 16 3/8 1/4 to 5/16 0.63 4.33 2.36 5,400 1.17 38.10
CAGF 18 - 3/8 0.71 5.31 2.95 7,825 1.76 53.90
CAGF 22 1/2 to 5/8 1/2 0.87 6.30 3.54 13,250 3.31 92.10
CAGF 26 11/16 5/8 1.02 7.09 3.94 17,630 5.07 134.20
CAGF 32 3/4 11/16 1.26 7.87 4.33 26,450 8.60 216.90
CAGF 36 0.87 3/4 1.42 10.24 5.51 35,620 14.00 335.40

CBGF 10 - - 0.39 1.73 0.98 3,300 0.20 18.00
CBGF 13 - - 0.51 2.13 0.98 5,400 0.43 25.00
CBGF 16 - - 0.63 2.76 1.34 8,480 0.82 32.80
CBGF 18 - - 0.71 3.35 1.57 13,225 1.17 43.70
CBGF 22 - - 0.87 4.53 1.97 16,750 2.35 71.80
CBGF 26 - - 1.02 5.51 2.56 21,160 4.02 113.90

cromox® Sub-Assembly CAKF, Grade 60 3- and 4-leg, blasted

Part number For chain d" t" b" WLL [lbs] 45° WLL [lbs] 30° Weight [lbs] $/pc.
CAKF 10/8 1/8 A 0.39  

B 0.31
A 0.39  
B 0.31

A 1.97 
B 0.75

1,760 1,320 0.53 45.30

CAKF 13/10 3/16 A 0.51 
B 0.39

A 0.51 
B 0.39

A 2.36  
B 0.98

2,865 1,980 1.15 60.90

CAKF 16/13 1/4 to 9/32 A 0.63 
B 0.51

A 0.63 
B 0.51

A 2.36  
B 0.98

5,840 4,075 2.14 83.50

CAKF 18/16 5/16 A 0.71 
B 0.63

A 0.71 
B 0.63

A 2.95  
B 1.34

7,160 5,070 3.53 112.40

CAKF 22/18 3/8 A 0.87 
B 0.71 

A 0.87 
B 0.71 

A 3.54  
B 1.57

11,350 8,045 6.08 170.10

CAKF 26/22 1/2 A 1.02  
B 0.87

A 1.02  
B 0.87

A 3.94  
B 1.96

17,960 12,675 9.81 265.20

CAKF 32/26 5/8 A 1.26  
B 1.02

A 1.26  
B 1.02

A 4.33 
B 2.56 

27,770 19,835 16.64 429.00

CAKF 45/32 0.71 A 1.77 
B 1.26

A 1.77 
B 1.26

A 6.89 
B 2.76

37,040 26,455 39.24 954.80

These master links have a flattened section to allow the use of connectors (e.g. Clevis Shackle type CGS).

Material
AISI 318LN

t db

t b d
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Sub-Assembly for Ropes CAKS18

cromox® Sub-Assembly for Ropes CAKS, Grade 60 blasted

Part number d" t" b" WLL [lbs] 45° WLL [lbs] 30° Weight [lbs] $/pc.
CAKS 16/13 A 0.63  

B 0.51
A 4.33 
B 4.33 

A 2.36 
B 2.36 

3,970 2,755 2.67 82.70

CAKS 16/16 A 0.63  
B 0.63

A 4.33  
B 4.33

A 2.36  
B 2.36

5,400 3,745 3.51 99.90

CAKS 18/16 A 0.71  
B 0.63

A 5.31  
B 4.33

A 2.95 
B 2.36 

7,160 4,960 4.10 115.50

CAKS 22/18 A 0.87  
B 0.71

A 6.30  
B 5.31

A 3.54  
B 2.95

11,020 7,715 6.83 179.40

CAKS 26/22 A 1.02  
B 0.87

A 7.09  
B 6.30

A 3.94  
B 3.54

18,735 13,115 11.68 288.60

CAKS 32/26 A 1.26  
B 1.02

A 7.87  
B 7.09

A 4.33  
B 3.94

23,695 16,530 18.74 449.30

CAKS 36/32 A 1.42  
B 1.26

A 10.24  
B 7.87

A 5.51  
B 4.33

29,975 20,940 31.20 727.00

Material
AISI 318LN

t d
A

B

b

d t



STEEL

INOX

STAINLESS

STEEL

INOX

STAINLESS

Hooks | Connecting Links | Clevis Shackle | Accessories | Chain Slings 1919



STEEL

INOX

STAINLESS

Clevis Hooks | Eye Hooks | Swivel Load Hooks20

cromox® Clevis Hooks CGHF, Grade 60 with safety latch, blasted

Chain size Part number t" g" h" WLL [lbs] Weight [lbs] $/pc.
3/16 CGHF 05 3.07 0.98 0.87 1,320 0.88 117.00
1/4 CGHF 06 3.07 0.98 0.87 1,980 0.88 117.00

9/32 CGHF 07 3.82 1.26 1.10 2,750 1.68 179.40
5/16 CGHF 08 3.82 1.26 1.10 3,300 1.68 179.40
3/8 CGHF 10 4.76 1.57 1.34 5,400 3.17 265.20

cromox® Eye Hooks COHF, Grade 60 with safety latch, blasted

Chain size Part number t" g" b" h" WLL [lbs] Weight [lbs] $/pc.
1/8 COHF 04 2.95 0.79 0.67 0.67 880 0.41 72.10

3/16 - 1/4 COHF 05/06 3.94 0.98 0.98 0.87 1,980 0.77 88.70
9/32 - 5/16 COHF 07/08 4.96 1.26 1.06 1.10 3,300 1.74 133.60

3/8 COHF 10 6.30 1.57 1.46 1.34 5,400 3.02 207.70
1/2 COHF 13 7.48 1.97 1.89 1.77 8,480 6.61 355.70
5/8 COHF 16 9.06 2.60 2.17 2.01 13,250 10.58 513.30

COHF 18 10.04 2.76 2.56 2.20 17,650 14.11 658.40

cromox® Swivel Load Hooks with bracket CWHB, Grade 60 blasted

Part number t" g" b" h" WLL [lbs] Weight [lbs] $/pc.
CWHB 4/5 4.72 0.79 1.57 0.63 1,320 1.43 438.40
CWHB 6 6.50 0.98 1.93 0.83 2,200 2.20 527.30
CWHB 7 7.32 1.14 1.93 1.00 2,755 2.50 542.90
CWHB 8/10 9.25 1.57 2.52 1.30 5,510 5.97 683.30

Material
Body AISI 318LN

Safety latch AISI 318LN
Bolt AISI 318LN

Safety pin AISI 301
Bracket AISI 318LN

Nut AISI 318LN
Washer AISI 318LN

Ball Bearing AISI 440C
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Self Locking Eye Hooks | Self Locking Clevis Hooks 21

cromox® Self Locking Eye Hooks COSL, Grade 60 similar to DIN EN 1677-3, blasted

Chain size Part number t" g" b" h" WLL [lbs] Weight [lbs] $/pc.
3/16 COSL 05 3.66 1.10 0.94 0.75 1,320 0.60 112.40
1/4 COSL 06 4.25 1.30 0.98 0.87 1,980 0.90 129.50

9/32 COSL 07 4.80 1.46 1.06 0.98 2,750 1.32 159.20
5/16 COSL 08 5.39 1.61 1.10 1.10 3,300 1.87 188.80
3/8 COSL 10 6.54 1.97 1.50 1.34 5,400 3.31 291.80
1/2 COSL 13 8.66 2.60 1.89 1.77 8,480 7.72 497.70
5/8 COSL 16 9.84 2.95 2.20 2.01 13,250 11.24 770.70
↓ COSL 18 12.60 3.88 2.56 2.58 17,650 23.60 1,355.70
↓ COSL 22 14.96 4.61 3.05 3.05 24,245 39.50 2,127.90
1 COSL 26 17.40 5.35 3.54 3.54 33,070 62.00 3,243.30

cromox® Self Locking Clevis Hooks CGSL, Grade 60 similar to DIN EN 1677-3, blasted

Chain size Part number t" g" b" h" WLL [lbs] Weight [lbs] $/pc.
3/16 CGSL 05 3.27 1.10 1.14 0.75 1,320 0.62 137.30
1/4 CGSL 06 3.78 1.30 1.30 0.87 1,980 0.97 167.00

9/32 CGSL 07 4.29 1.46 1.48 0.98 2,750 1.41 196.60
5/16 CGSL 08 4.80 1.61 1.65 1.10 3,300 1.94 226.20
3/8 CGSL 10 5.83 1.97 2.03 1.34 5,400 3.53 330.80
1/2 CGSL 13 7.76 2.68 2.68 2.54 8,480 8.2 600.60

Material  
(valid for COSL/CGSL)

Body AISI 318LN
Safety latch AISI 318LN

Spring AISI 301
Bolt AISI 318LN

Safety pin AISI 301

cromox® Self Locking Eye Hooks QOSL, Grade 80 similar to DIN EN 1677-3, blasted

Chain size Part number t" g" b" h" WLL [lbs] Weight [lbs] $/pc.
3/16 QOSL 05 3.66 1.10 0.94 0.75 1,760 0.60 168.50
1/4 QOSL 06 4.25 1.30 0.98 0.87 2,470 0.90 195.00

9/32 QOSL 07 4.80 1.46 1.06 0.98 3,310 1.32 237.20
5/16 QOSL 08 5.39 1.61 1.10 1.10 4,410 1.87 284.00
3/8 QOSL 10 6.54 1.97 1.50 1.34 6,950 3.31 438.40
1/2 QOSL 13 8.66 2.60 1.89 1.77 11,685 7.72 737.00

gt

h

b

gt

h

b

gt

h

b



STEEL

INOX

STAINLESS

Swivel Load Hook CWHF22

cromox® Swivel Load Hooks CWHF, Grade 60 for direct connection to chain

Chain size Part number Fitting chains g" WLL [lbs] Weight [lbs] $/pc.
1/8 CWHF 40 4.0 x 12/12.1/12.3 0.80 880 0.99 383.80

3/16 CWHF 50 5.0 x 15/15.1/15.3 0.80 1,380 0.99 383.80
1/4 CWHF 60 6.0 x 18 0.98 1,980 2.43 511.70
↓ CWHF 63 6.3 x 19.1 0.98 2,200 2.43 511.70

9/32 CWHF 70 7.0 x 21/22 1.14 2,750 2.80 578.80
↓ CWHF 71 7.1 x 20.5/21.2 1.14 2,750 2.80 578.80

5/16 CWHF 80 8.0 x 24/24.2 1.57 3,520 7.72 767.60
↓ CWHF 90 9.0 x 27 1.57 4,400 7.72 767.60
↓ CWHF 95 9.5 x 28.5 1.57 5,070 7.72 767.60

3/8 CWHF 100 10.0 x 28/30 1.57 5,510 7.72 767.60

Material
Body AISI 318LN

Safety latch AISI 318LN
Spring AISI 301

Bolt AISI 318LN
Safety pin AISI 301
Half shells AISI 318LN

Screws / nuts AISI 318LN
Ball bearings AISI 440C

g

PRODUCT BENEFITS

 ® Superior corrosion resistance

 ® Easy rotation under full load  
(stainless steel ball bearing)

 ® Designed for moving heavy loads safely

 ® Safe and efficient handling through  
compact, heavy-duty design

 ® Certificate EN 10204 -3.1 upon request

Integrated hoist chain

Heavy-duty safety latch

Half shell, Duplex

Bionic design for stronger reinforcement

Swivable under full load
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Weld-on Hooks CSHF 23

cromox® Weld-on Hooks CSHF, Grade 60
Part number WLL [lbs] a" b" c" e" g" h" Weight [lbs] $/pc.
CSHF 1 2,205 1.38 4.33 0.28 2.83 0.98 0.98 1.260 126.40
CSHF 2 4,410 1.77 5.55 0.31 3.48 1.26 1.22 2.310 185.70

CSHF 3 6,615 2.17 6.69 0.39 4.35 1.57 1.50 4.540 318.30

CSHF 4 8,815 2.56 8.27 0.43 5.30 2.01 1.89 7.960 503.90

Material
Body AISI 318LN

Safety latch AISI 318LN
Spring AISI 301

Safety pin AISI 301

a

b
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PRODUCT BENEFITS

 ® Bionic design

 ® Superior corrosion resistance

 ® Wide load direction range

 ® Grade 60

 ® Acceptance test certificate 3.1  
according to DIN EN 10204:2005-01

Safety latch cover

Heavy-duty safety latch

Bionic design
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Shortener CVE24

PRODUCT BENEFITS

 ® Verified fatigue strength via a combination of  
shortener, chain and load-bearing chain link

 ® Easy to use

 ® Designed to prevent incorrect use

 ® Flat spot for maximum flexibility

 ® Weight-optimized design

 ® Grade 60

 ® 4-fold safety against breakage

cromox® Shortener CVE, Grade 60 blasted

Chain size Part number d" t" a" WLL [lbs] Weight [lbs] $/pc.
1/8 CVE 04 0.67 2.91 1.26 880 0.37 59.30

3/16 CVE 05 0.94 3.66 1.57 1,320 0.62 89.00
1/4 CVE 06 0.98 4.41 1.77 1,980 1.00 126.40

9/32 CVE 07 1.06 5.16 2.09 2,750 1.65 154.50
5/16 CVE 08 1.10 5.83 2.20 3,300 2.20 171.60
3/8 CVE 10 1.50 7.36 2.76 5,400 4.41 290.20
1/2 CVE 13 1.89 9.57 3.58 8,480 9.92 553.80
5/8 CVE 16 2.20 11.77 4.25 13,250 16.76 833.10
↓ CVE 18 2.64 13.23 4.80 17,650 20.94 1,198.10

Material
Body AISI 318LN

Bolt AISI 318LN
Safety pin AISI 301

t
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Sub-Assembly with Shortener CVK 25

cromox® Sub-Assembly CVK, Grade 60 1-leg, blasted

Chain size Part number d" t" a" WLL [lbs] Weight [lbs] $/pc.
1/8 CVK 1 – 4 0.31 5.04 2.13 880 0.79 99.90

3/16 CVK 1 – 5 0.39 6.81 3.15 1,320 1.21 135.80
1/4 CVK 1 – 6 0.51 8.74 4.33 1,980 2.12 179.40

9/32 CVK 1 – 7 0.51 9.49 4.33 2,750 2.65 209.10
5/16 CVK 1 – 8 0.51 10.16 4.33 3,300 3.31 226.20
3/8 CVK 1 – 10 0.63 11.69 4.33 5,400 5.95 354.20
1/2 CVK 1 – 13 0.87 15.87 6.30 8,480 13.60 666.20
5/8 CVK 1 – 16 0.87 18.07 6.30 13,250 20.44 947.00
↓ CVK 1 – 18 1.02 20.31 7.09 17,650 26.28 1,349.40

cromox® Sub-Assembly CVK, Grade 60 2-leg, blasted

Chain size Part number d" t" a" WLL [lbs] Weight [lbs] $/pc.
45° 30°

1/8 CVK 2 – 4 0.39 6.06 3.15 1,215 880 1.17 165.40
3/16 CVK 2 – 5 0.51 7.99 4.33 1,875 1,320 2.40 230.90
1/4 CVK 2 – 6 0.51 8.74 4.33 2,755 1,980 3.13 305.80

9/32 CVK 2 – 7 0.63 9.49 4.33 3,855 2,750 4.85 372.90
5/16 CVK 2 – 8 0.63 10.16 4.33 4,740 3,300 5.95 407.20
3/8 CVK 2 – 10 0.71 12.68 5.31 7,605 5,400 10.96 658.40
1/2 CVK 2 – 13 0.87 15.87 6.30 11,900 8,480 23.52 1,218.40
5/8 CVK 2 – 16 1.02 18.86 7.09 18,515 13,250 38.96 1,815.90
↓ CVK 2 – 18 1.26 21.1 7.87 24,690 17,650 50.75 2,628.60

cromox® Sub-Assembly CVK, Grade 60 3-leg, blasted

Chain size Part number d" t" a" WLL [lbs] Weight [lbs] $/pc.
45° 30°

1/8 CVK 3 – 4 0.39/0.31 7.44 3.15 1,765 1,325 1.92 246.50
3/16 CVK 3 – 5 0.51/0.39 9.72 4.33 2,865 1,985 3.51 349.50
1/4 CVK 3 – 6 0.63/0.51 10.87 4.33 4,190 2,975 5.51 480.50

9/32 CVK 3 – 7 0.63/0.51 11.61 4.33 5,840 4,080 7.47 569.40
5/16 CVK 3 – 8 0.71/0.63 13.90 5.31 7,165 5,070 10.52 647.40
3/8 CVK 3 – 10 0.87/0.71 17.01 6.30 11,350 8,045 19.69 1,057.70
1/2 CVK 3 – 13 1.02/0.87 21.18 7.09 17,965 12,675 39.95 1,937.60
5/8 CVK 3 – 16 1.26/1.02 25.16 7.87 27,770 19,835 67.29 2,917,20
↓ CVK 3 – 18 1.77/1.26 31.34 12.6 37,040 26,460 102.00 4,542.80

cromox® Sub-Assembly CVK, Grade 60 4-leg, blasted

Chain size Part number d" t" a" WLL [lbs] Weight [lbs] $/pc.
45° 30°

1/8 CVK 4 – 4 0.39/0.31 7.44 3.15 1,765 1,325 2.29 304.20
3/16 CVK 4 – 5 0.51/0.39 9.72 4.33 2,865 1,985 4.12 436.80
1/4 CVK 4 – 6 0.63/0.51 10.87 4.33 4,190 2,975 6.53 606.90

9/32 CVK 4 – 7 0.63/0.51 11.61 4.33 5,840 4,080 9.13 723.90
5/16 CVK 4 – 8 0.71/0.63 13.90 5.31 7,165 5,070 12.72 819.00
3/8 CVK 4 – 10 0.87/0.71 17.01 6.30 11,350 8,045 24.10 1,349.40
1/2 CVK 4 – 13 1.02/0.87 21.18 7.09 17,965 12,675 49.87 2,491.40
5/8 CVK 4 – 16 1.26/1.02 25.16 7.87 27,770 19,835 84.04 3,748.70
↓ CVK 4 – 18 1.77/1.26 31.34 12.6 37,040 26,460 123.00 5,740.80
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Clevis Shackle | Connecting Links26

cromox® Clevis Shackle CGS, Grade 60 tested, blasted

Chain size Part number t" b" a" WLL [lbs] Weight [lbs] $/pc.
1/8 CGS 04 0.75 0.59 0.26 880 0.13 46.80

3/16 CGS 05 0.83 0.67 0.28 1,320 0.16 56.20
1/4 CGS 06 1.02 0.79 0.28 1,980 0.35 59.30

9/32 CGS 07 1.18 0.91 0.35 2,750 0.51 73.40
5/16 CGS 08 1.18 0.91 0.35 3,300 0.51 73.40
3/8 CGS 10 1.57 1.10 0.43 5,400 1.01 98.30
1/2 CGS 13 1.89 1.50 0.55 8,480 1.05 140.40
5/8 CGS 16 2.09 1.65 0.67 13,250 2.65 221.60
↓ CGS 18 2.42 1.89 0.77 17,650 4.08 319.80

cromox® Connecting Links CVG, Grade 60 tested, blasted

Chain size Part number t" b" d" WLL [lbs] Weight [lbs] $/pc.
3/16 CVG 05 1.34 0.50 0.27 1,320 0.10 67.10
1/4 CVG 06 1.65 0.59 0.30 1,980 0.19 71.80

9/32 CVG 07 1.65 0.59 0.37 2,750 0.20 76.50
5/16 CVG 08 2.17 0.71 0.45 3,300 0.33 85.80
3/8 CVG 10 2.72 0.87 0.57 5,400 0.68 103.00
1/2 CVG 13 2.95 1.14 0.59 8,480 1.14 142.00
5/8 CVG 16 3.62 1.42 0.73 13,250 2.16 223.10

Material 
(valid for CGS/CVG)

Body AISI 318LN
Spring AISI 301

Bolt AISI 318LN
Safety pin AISI 301

cromox® Clevis Shackle QGS, Grade 80 tested, blasted

Chain size Part number t" b" a" WLL [lbs] Weight [lbs] $/pc.
1/8 QGS 04 0.75 0.59 0.26 1,320 0.13 71.80

3/16 QGS 05 0.83 0.67 0.28 1,760 0.16 82.70
1/4 QGS 06 1.02 0.79 0.28 2,470 0.35 89.00

9/32 QGS 07 1.18 0.91 0.35 3,310 0.51 109.20
5/16 QGS 08 1.18 0.91 0.35 4,410 0.51 109.20
3/8 QGS 10 1.57 1.10 0.43 6,950 1.01 148.20
1/2 QGS 13 1.89 1.50 0.55 11,685 1.05 210.60
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Shackle 27

cromox® D-Shackle CSA, Grade 60 AISI 316L, tested, bright polished

Chain size Part number a" d" t" b" WLL [lbs] Weight [lbs] $/pc.
1/8 CSA 04 0.31 0.25 0.88 0.47 880 0.08 5.20

3/16 CSA 05 0.38 0.31 1.03 0.53 1,320 0.15 9.90
1/4 CSA 06 0.44 0.38 1.25 0.66 1,980 0.30 12.10

5/16 CSA 08 0.50 0.44 1.44 0.75 3,300 0.49 17.20
3/8 CSA 10 0.75 0.62 2.00 1.06 5,400 1.12 50.00
1/2 CSA 13 0.88 0.75 2.38 1.25 8,480 2.01 82.70
5/8 CSA 16 1.25 1.13 3.58 1.81 13,250 6.39 274.60
↓ CSA 18 1.38 1.25 3.94 2.03 17,650 9.15 368.20
↓ CSA 22 1.50 1.38 4.38 2.25 24,245 13.89 563.20
1 CSA 26 2.00 1.75 5.75 2.87 35,275 20.00 1,020.30

cromox® Safety-D-Shackle CSS, Grade 60 AISI 316L, tested, bright polished

Chain size Part number a" d" t" b" WLL [lbs] Weight [lbs] $/pc.
1/8 CSS 04 0.31 0.25 0.88 0.47 880 0.08 6.60

3/16 CSS 05 0.38 0.31 1.03 0.53 1,320 0.15 9.10
1/4 CSS 06 0.44 0.38 1.25 0.66 1,980 0.30 14.20

5/16 CSS 08 0.50 0.44 1.44 0.75 3,300 0.49 20.60
3/8 CSS 10 0.75 0.62 2.00 1.06 5,400 1.12 65.60
1/2 CSS 13 0.88 0.75 2.38 1.25 8,480 2.01 98.30

cromox® Bow-Shackle CSB, Grade 60 AISI 316L, tested, bright polished

Chain size Part number a" d" t" b" WLL [lbs] Weight [lbs] $/pc.
1/8 CSB 04 0.31 0.26 1.14 0.47 880 0.08 11.00

3/16 CSB 05 0.39 0.31 1.22 0.53 1,320 0.17 13.20
1/4 CSB 06 0.43 0.39 1.44 0.66 1,980 0.29 18.90

5/16 CSB 08 0.51 0.43 1.69 0.75 3,300 0.40 25.00
3/8 CSB 10 0.75 0.63 2.38 1.06 5,400 1.26 68.70
1/2 CSB 13 0.89 0.75 2.80 1.25 8,480 2.25 109.20
5/8 CSB 16 1.26 1.14 4.25 1.81 13,250 7.58 411.90
↓ CSB 18 1.38 1.26 4.69 2.03 17,650 10.32 596.00
↓ CSB 22 1.50 1.38 5.24 2.25 24,245 14.15 786.30
1 CSB 26 2.01 1.75 7.01 2.87 35,275 32.80 1,756.60

cromox® Safety-Bow-Shackle CSSB, Grade 60 AISI 316L, tested, bright polished

Chain size Part number a" d" t" b" WLL [lbs] Weight [lbs] $/pc.
1/8 CSSB 04 0.31 0.26 1.14 0.47 880 0.10 15.60

3/16 CSSB 05 0.39 0.31 1.22 0.53 1,320 0.18 20.30
1/4 CSSB 06 0.43 0.39 1.44 0.66 1,980 0.30 28.10

5/16 CSSB 08 0.51 0.43 1.69 0.75 3,300 0.46 37.50
3/8 CSSB 10 0.75 0.63 2.38 1.06 5,400 1.46 110.80
1/2 CSSB 13 0.89 0.75 2.80 1.25 8,480 2.36 160.70
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Quick Connection Shackle | Rotoconnect28

cromox® Quick Connection Shackle CSVS*, Grade 60 
AISI 318LN, tested, blasted

Part number t" b" a" c" WLL [lbs] Weight [lbs] $/pc.
CSVS 06 1.38 0.43 2.48 0.79 1,980 0.30 123.30
CSVS 08 1.65 0.51 2.95 0.98 3,300 0.56 145.10
CSVS 10 2.52 0.71 4.41 1.26 5,400 1.31 198.20
CSVS 13 2.99 0.83 5.16 1.50 8,480 2.36 282.40
CSVS 16 3.46 0.94 6.02 1.73 13,225 3.77 393.20

*see also pages 60/61

b
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PRODUCT BENEFITS

 ® Safety-optimized, appealing design

 ® Custom design double locking 

 ® Free turning of locked bolt

 ® Made of AISI 318LN Duplex

cromox® Rotoconnect with Bracket CRCB
Part number WLL [lbs] b" d" t" Weight [lbs] $/pc. combinable with
CRCB 04 880 1.57 0.39 2.81 0.62 368.20 CGS 04

CRCB 05 1,320 1.57 0.39 2.97 0.62 368.20 CGHF 05 | CGS 05 | CGSL 05

CRCB 06 1,980 1.93 0.51 4.43 1.32 446.20 CGHF 06 | CGS 06 | CGSL 06

CRCB 07 2,750 1.93 0.51 4.59 1.39 491.40 CGHF 07 | CGS 07 | CGSL 07

CRCB 08 3,300 2.52 0.63 4.98 2.73 553.80 CGHF 08 | CGS 08 | CGSL 08

CRCB 10 5,400 2.52 0.63 5.14 2.76 569.40 CGHF 10 | CGS 10 | CGSL 10

cromox® Rotoconnect with Half Shell CRCF
Part number WLL [lbs] t" Weight [lbs] $/pc. combinable with Chain size
CRCF 04 880 1.7 0.6 326.10 CGS 04 1/8
CRCF 05 1,320 1.8 0.61 329.20 CGHF 05 | CGS 05 | CGSL 05 3/16
CRCF 06 1,980 2.3 1.7 376.00 CGHF 06 | CGS 06 | CGSL 06 1/4
CRCF 07 2,750 2.4 1.73 455.60 CGHF 07 | CGS 07 | CGSL 07 9/32
CRCF 08 3,300 3.1 3.53 511.70 CGHF 08 | CGS 08 | CGSL 08 5/16
CRCF 10 5,400 3.2 3.53 535.10 CGHF 10 | CGS 10 | CGSL 10 3/8
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PRODUCT BENEFITS

 ® Easily rotatable due to stainless steel ball bearing, even under full load

 ® High flexibility due to many combination and connection options
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Configuration example

Half Shell, Duplex Bracket

Self Locking Clevis Hook

Clevis Hook

Clevis Shackle

Rotoconnect

Rotoconnect CRC

29

PRODUCT BENEFITS

 ® Safety-optimized, appealing design

 ® Custom design double locking 

 ® Free turning of locked bolt

 ® Made of AISI 318LN Duplex
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Swivel Eye Screws CDS-PSA30

Material
Ring body AISI 318LN

Screw AISI 318LN
Locking nut AISI 318LN

STEEL

INOX

STAINLESS
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Swivel Eye Screws 31

PRODUCT BENEFITS

 ® Approved and certified as Personal Protective Equipment

 ® Tested acc. DIN EN 795, DIN CEN/TS 16415, DIN EN 50308 

 ® 360° rotation and adjustable in any load direction

 ® High fatigue resistance

 ® Ring-body and screw are 100 % crack inspected

 ® Screw secured at ring-body

 ® Duplex material AISI 318LN ensures superior corrosion resistance

cromox® Swivel Lifting Eye Screws CDS, Grade 60
Part number a" b" c" Thread Inbus WLL [lbs] Weight [lbs] $/pc.
CDS 05 - 22 1.73 0.49 1.16 M 12 x 22 8 1,100 0.44 96.80
CDS 05 - 50 M 12 x 50 0.50 99.90
CDS 05 - 100 M 12 x 100 0.60 103.00
CDS 05 - 200 M 12 x 200 0.79 112.40

CDS 1 - 25 1.95 0.55 1.28 M 16 x 25 10 2,200 0.68 115.50
CDS 1 - 50 M 16 x 50 0.77 118.60
CDS 1 - 100 M 16 x 100 0.95 126.40
CDS 1 - 200 M 16 x 200 1.30 137.30

cromox® Swivel Eye Screws CDS-PSA, Grade 60 as Personal Protective Equipment

Part number for protection of 
max. pers.

a" b" c" Thread Inbus Weight [lbs] $/pc.

CDS-PSA 2 - 22 2 1.73 0.49 1.16 M 12 x 22 8 0.44 132.60
CDS-PSA 2 - 50 2 M 12 x 50 0.50 135.80
CDS-PSA 2 - 100 2 M 12 x 100 0.60 140.40
CDS-PSA 2 - 200 2 M 12 x 200 0.79 148.20

CDS-PSA 3 - 25 3 1.95 0.55 1.28 M 16 x 25 10 0.68 152.90
CDS-PSA 3 - 50 3 M 16 x 50 0.77 157.60
CDS-PSA 3 - 100 3 M 16 x 100 0.95 163.80
CDS-PSA 3 - 200 3 M 16 x 200 1.30 177.00

b

a
c

b

a c

360° rotatable

Screw secured at ring-body 
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Swivel Lifting Points CDAW32
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Weld-on Lifting Points | Swivel Lifting Points 33

cromox® Weld-on Lifting Points CSAG, Grade 60 

Part number WLL [lbs] a" b" c" d" e" t" Weight [lbs] $/pc.
CSAG 05 1,100 1.38 1.30 0.98 0.31 1.10 2.24 0.28 34.40
CSAG 1 2,200 1.87 1.77 1.38 0.39 1.38 3.09 0.62 50.00
CSAG 2 4,410 2.40 2.36 1.97 0.63 1.97 3.90 1.90 96.80
CSAG 3 6,610 2.93 2.76 2.20 0.71 2.24 4.61 2.81 124.80
CSAG 5 11,020 3.43 3.19 2.56 0.87 2.66 5.43 4.71 191.90
CSAG 8 17,630 3.94 3.66 2.95 1.02 3.15 6.34 7.84 312.00
CSAG 10 22,040 4.33 4.13 3.35 1.26 3.86 7.20 13.26 511.70

Material
D-ring AISI 318LN

Weld-on block AISI 316L

cromox® Swivel Lifting Points CDAW, Grade 60 AISI 318LN

Part number WLL [lbs] a" b" c" h" i" t" Thread Thread length* Weight [lbs] $/pc.
CDAW 05 1,100 2.60 1.65 1.22 0.65 0.43 3.94 M10 0.59 1.10 260.60
CDAW 1 2,200 2.60 1.65 1.22 0.65 0.43 3.94 M14 0.79 1.10 265.20

CDAW 2 4,410 3.94 1.97 2.11 1.02 0.81 5.00 M20 1.18 3.90 491.40
CDAW 3 6,610 3.94 1.97 2.11 1.02 0.81 5.00 M27 1.57 4.06 497.70
CDAW 5 11,020 4.72 2.36 2.52 1.24 1.02 5.75 M36 2.13 7.72 652.10
CDAW 8 17,630 5.91 3.35 3.17 1.52 1.18 7.09 M42 2.44 14.44 1,053.00
CDAW 10 22,040 6.73 3.86 3.64 1.73 1.38 8.15 M48 2.83 21.21 1,430.60

*Special lengths on request.
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PRODUCT BENEFITS

 ® 360° rotation and adjustable in any load direction

 ® Flattened section for combination with CGS 

 ® WLL marked on screw 

 ® Tested acc. EN 1677-1

 ® Safety factor 4, Grade 60 

 ® High fatigue resistance 

 ® All parts 100 % crack detected

 ® Screw secured at ring-body to prevent loss 

 ® Duplex material AISI 318LN ensures superior corrosion resistance
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cromox® Chain Slings, Grade 60 similar to DIN 5688-1, blasted 

Chain 
size

WLL [lbs] Fitting options $/add.  
meterEye hook

$/pc.
Master link 

$/pc.
Shackle 

$/pc.
Self lock. eye hook 

$/pc.

 
CWH1

 
CWE1

 
CWS1

 
CWO1 CWX1

1/8 880 145.10 84.30 78.00 - 19.20
3/16 1,320 179.40 109.20 99.90 202.80 26.40
1/4 1,980 199.70 135.80 124.80 240.30 35.50

9/32 2,750 255.90 146.70 140.40 282.40 46.10
5/16 3,300 273.00 165.40 159.20 330.80 56.40
3/8 5,400 391.60 218.40 234.00 475.80 83.00
1/2 8,480 656.80 385.40 383.80 798.80 139.80
5/8 13,250 932.90 502.40 694.20 1,190.30 243.40
↓ 17,650 1,227.80 692.70 937.60 1,926.60 304.20
↓ 24,245 - 1,302.60 1,549.10 3,113.80 457.10
1 33,070 - 2,152.80 2,574.00 4,798.60 635.00

45° 30°
CWH2 CWE2 CWS2 CWO2 CWX2

1/8 1,213 880 255.90 134.20 123.30 - 38.40
3/16 1,874 1,320 315.20 174.80 157.60 360.40 52.80
1/4 2,756 1,980 346.40 216.90 193.50 425.90 70.90

9/32 3,858 2,750 463.40 246.50 232.50 513.30 92.10
5/16 4,740 3,300 502.40 284.00 268.40 613.10 112.70
3/8 7,606 5,400 734.80 386.90 419.70 903.30 166.00
1/2 11,905 8,480 1,199.70 656.80 655.20 1,485.20 279.60
5/8 18,519 13,250 1,789.40 929.80 1,312.00 2,304.20 486.80
↓ 24,692 17,650 2,382.20 1,312.00 1,801.80 4,391.40 608.40
↓ 33,951 24,245 - 2,536.60 3,028.00 6,157.40 914.20
1 46,297 33,070 - 3,875.10 4,719.00 9,168.20 1,269.90

CWH3 CWE3 CWS3 CWO3 CWX3
1/8 1,764 1,323 383.80 199.70 182.60 - 57.60

3/16 2,866 1,984 475.80 265.20 240.30 546.00 79.10
1/4 4,189 2,976 541.40 349.50 312.00 663.00 106.30

9/32 5,842 4,079 706.70 380.70 357.30 780.00 138.10
5/16 7,165 5,071 789.40 463.40 441.50 956.30 169.00
3/8 11,354 8,047 1,174.70 650.60 700.50 1,427.40 249.00
1/2 17,968 12,677 1,909.50 1,092.00 1,090.50 2,336.90 419.40
5/8 27,778 19,842 2,804.90 1,585.00 2,157.50 3,577.10 730.10
↓ 37,038 26,455 4,174.60 2,567.80 3,304.10 6,269.70 912.60
 ↓ 50,927 35,274 - 4,166.80 4,903.10 9,598.70 1,371.30

CWH4 CWE4 CWS4 CWO4 CWX4
1/8 1,764 1,323 486.80 240.30 218.40 - 76.80

3/16 2,866 1,984 606.90 324.50 290.20 698.90 105.50
1/4 4,189 2,976 686.40 429.00 380.70 847.10 141.70

9/32 5,842 4,079 903.30 471.20 441.50 1,004.70 184.10
5/16 7,165 5,071 1,009.40 574.10 544.50 1,230.90 225.30
3/8 11,354 8,047 1,502.30 803.40 870.50 1,839.30 332.00
1/2 17,968 12,677 2,450.80 1,363.50 1,360.40 3,020.20 559.20
5/8 27,778 19,842 3,692.60 1,971.90 2,737.80 4,722.20 973.50
↓ 37,038 26,455 5,247.90 3,106.00 4,088.80 8,041.80 1,216.80
 ↓ 50,927 35,274 - 5,121.50 6,102.80 12,363.00 1,828.40

Possible with shortener CVK look up pages 25 + 41. We are happy to help.

L

L

L

L

L = length 39.37"
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cromox® Chain Slings, Grade 60 similar to DIN 5688-1, blasted 

Chain 
size

WLL [lbs] Fitting options $/add.  
meterClevis hook

$/pc.
Self lock. clevis hook 

$/pc.
Master link 

$/pc.
Eye hook

$/pc.
Self lock. eye hook 

$/pc.

 
CML1

 
CMG1

 
CME1

 
CMH1

 
CMO1 CMX1

1/8 880 - - 167.00 226.20 - 19.20
3/16 1,320 248.10 268.40 204.40 273.00 298.00 26.40
1/4 1,980 268.40 318.30 237.20 298.00 338.60 35.50

9/32 2,750 352.60 371.30 274.60 380.70 405.60 46.10
5/16 3,300 363.50 408.80 285.50 458.70 444.60 56.40
3/8 5,400 510.20 575.70 382.20 552.30 635.00 83.00
1/2 8,480 - 993.80 624.00 887.70 1029.60 139.80
5/8 13,250 - - 884.60 1307.30 1564.70 243.40
 ↓ 17,650 - - 1226.20 1748.80 2447.70 304.20

45° 30°
CML2 CMG2 CME2 CMH2 CMO2 CMX2

1/8 1,213 880 - - 312.00 416.60 - 38.40
3/16 1,874 1,320 452.40 493.00 368.20 505.50 552.30 52.80
1/4 2,756 1,980 475.80 518.00 416.60 536.70 616.20 70.90

9/32 3,858 2,750 656.80 692.70 502.40 711.40 761.30 92.10
5/16 4,740 3,300 677.10 769.10 521.10 731.70 840.90 112.70
3/8 7,606 5,400 967.20 1,096.70 709.80 1,049.90 1,216.80 166.00
1/2 11,905 8,480 - 1,865.80 1,124.80 1,653.60 1,937.60 279.60
5/8 18,519 13,250 - - 1,691.10 2,535.00 3,049.80 486.80
 ↓ 24,692 17,650 - - 2,371.20 3,419.60 4,815.80 608.40

CML3 CMG3 CME3 CMH3 CMO3 CMX3
1/8 1,764 1,323 - - 444.60 624.00 - 57.60

3/16 2,866 1,984 680.20 742.60 555.40 761.30 830.00 79.10
1/4 4,189 2,976 741.00 889.20 649.00 830.00 951.60 106.30

9/32 5,842 4,079 1,025.00 1,076.40 792.50 1,107.60 1,179.40 138.10
5/16 7,165 5,071 1,054.60 1,195.00 820.60 1,137.30 1,302.60 169.00
3/8 11,354 8,047 1,524.20 1,719.20 1,138.80 1,645.80 1,898.60 249.00
1/2 17,968 12,677 - 2,912.60 1,800.30 2,594.30 3,020.20 419.40
5/8 27,778 19,842 - - 2,750.30 4,015.50 4,787.70 730.10
 ↓ 37,038 26,455 - - 4,168.40 5,742.40 7,837.50 912.60

CML4 CMG4 CME4 CMH4 CMO4 CMX4
1/8 1,764 1,323 - - 569.40 806.60 - 76.80

3/16 2,866 1,984 878.30 959.40 709.80 954.80 1,076.40 105.50
1/4 4,189 2,976 948.50 1,146.60 828.40 1,070.20 1,229.30 141.70

9/32 5,842 4,079 1,319.80 1,388.40 1,007.80 1,429.00 1,525.70 184.10
5/16 7,165 5,071 1,358.80 1,544.40 1,046.80 1,468.00 1,689.50 225.30
3/8 11,354 8,047 1,965.60 2,224.60 1,450.80 2,127.90 2,464.80 332.00
1/2 17,968 12,677 - 3,786.20 2,302.60 3,360.30 3,929.70 559.20
5/8 27,778 19,842 - - 3,511.60 5,202.60 6,232.20 973.50
 ↓ 37,038 26,455 - - 5,230.70 7,327.40 10,121.30 1,216.80

L

L

L

L

L = length 39.37"
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Chain Slings, Mechanically Assembled System with Connecting Link CVGChain Slings, Mechanically Assembled System with Connecting Link CVG 39

cromox® Chain Slings, Grade 60 similar to DIN 5688-1, blasted 

Chain 
size

WLL [lbs] Fitting options $/add.  
meter 

Clevis hook
$/pc.

Self lock. clevis 
hook 
$/pc.

 
Master link 

$/pc.

 
Eye hook

$/pc.

 
Shackle 

$/pc.

Self lock. eye 
hook 
$/pc.

 
CMCL1

 
CMCG1

 
CMCE1

 
CMCH1

 
CMCS1

 
CMCO1 CMX1

3/16 1,320 257.40 279.30 226.20 296.40 218.40 319.80 26.40
1/4 1,980 277.70 326.10 254.30 318.30 243.40 358.80 35.50

9/32 2,750 352.60 371.30 274.60 383.80 268.40 408.80 46.10
5/16 3,300 372.90 419.70 305.80 483.60 368.20 469.60 56.40
3/8 5,400 510.20 575.70 383.80 557.00 399.40 641.20 83.00
1/2 8,480 - 989.10 611.60 884.60 611.60 1,026.50 139.80
 5/8 13,250 - - 872.10 1,302.60 1,064.00 1,560.00 243.40

45° 30°  
CMCL2

 
CMCG2

 
CMCE2

 
CMCH2

 
CMCS2 CMCO2 CMX2

3/16 1,874 1,320 472.70 513.30 408.80 549.20 393.20 596.00 52.80
1/4 2,756 1,980 496.10 538.20 454.00 580.40 427.50 661.50 70.90

9/32 3,858 2,750 675.50 711.40 538.20 753.50 522.60 803.40 92.10
5/16 4,740 3,300 698.90 792.50 563.20 781.60 549.20 890.80 112.70
3/8 7,606 5,400 971.90 1,103.00 714.50 1,064.00 748.80 1,232.40 166.00
1/2 11,905 8,480 - 1,862.70 1,109.20 1,653.60 1,107.60 1,937.60 279.60
5/8 18,519 13,250 - - 2,351.00 3,416.40 2,939.10 4,812.60 486.80

CMCL3 CMCG3 CMCE3 CMCH3 CMCS3 CMCO3 CMX3
3/16 2,866 1,984 713.00 775.40 617.80 830.00 594.40 898.60 79.10
1/4 4,189 2,976 769.10 918.90 697.40 895.50 666.20 1,017.20 106.30

9/32 5,842 4,079 1,028.10 1,064.00 794.10 1,121.70 772.20 1,193.40 138.10
5/16 7,165 5,071 1,087.40 1,227.80 883.00 1,210.60 862.70 1,377.50 169.00
3/8 11,354 8,047 1,530.40 1,723.80 1,143.50 1,667.70 1,193.40 1,918.80 249.00
1/2 17,968 12,677 - 2,903.20 1,773.80 2,588.10 1,770.60 3,015.50 419.40
5/8 27,778 19,842 - - 2,700.40 3,989.00 3,272.90 4,761.20 730.10

CMCL4 CMCG4 CMCE4 CMCH4 CMCS4 CMCO4 CMX4
3/16 2,866 1,984 922.00 1,004.70 795.60 1,046.80 733.20 1,173.20 105.50
1/4 4,189 2,976 989.10 1,188.80 901.70 1,159.10 853.40 1,318.20 141.70

9/32 5,842 4,079 1,327.60 1,379.10 1,012.50 1,449.30 984.40 1,547.60 184.10
5/16 7,165 5,071 1,404.00 1,591.20 1,132.60 1,569.40 1,104.50 1,790.90 225.30
3/8 11,354 8,047 1,976.60 2,235.50 1,461.80 2,159.10 1,527.30 2,496.00 332.00
1/2 17,968 12,677 - 3,778.40 2,271.40 3,358.70 2,268.30 3,928.10 559.20
5/8 27,778 19,842 - - 5,176.10 7,304.00 6,349.20 10,097.90 973.50

L

L

L

L

L = length 39.37"
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Chain Slings, Mechanically Assembled System with Shortener CVKChain Slings, Mechanically Assembled System with Shortener CVK 41

cromox® Chain Slings, Grade 60 similar to DIN 5688-1, blasted 

Chain 
size

WLL [lbs] Fitting options $/add.  
meterClevis hook

$/pc.
Self lock. clevis hook 

$/pc.
Master link 

$/pc.
Eye hook

$/pc.
Self lock. eye hook 

$/pc.

 
CMVL1

 
CMVG1

 
CMVE1

 
CMVH1

 
CMVO1 CMX1

1/8 880 - - 187.20 246.50 - 19.20
3/16 1,320 279.30 299.60 237.20 305.80 329.20 26.40
1/4 1,980 332.30 382.20 301.10 360.40 402.50 35.50

9/32 2,750 432.20 449.30 354.20 458.70 483.60 46.10
5/16 3,300 458.70 505.50 382.20 486.80 541.40 56.40
3/8 5,400 697.40 762.90 569.40 737.90 822.20 83.00
1/2 8,480 - 1,400.90 1,029.60 1,294.80 1,436.80 139.80
5/8 13,250 - - 1,488.30 1,911.00 2,168.40 243.40
 ↓ 17,650 - - 2,092.00 2,616.20 3,315.00 304.20

CMVL2 CMVG2 CMVE2 CMVH2 CMVO2 CMX2
1/8 1,213 880 - - 319.80 440.00 - 38.40

3/16 1,874 1,320 514.80 557.00 432.20 569.40 614.70 52.80
1/4 2,756 1,980 606.90 706.70 546.00 666.20 747.30 70.90

9/32 3,858 2,750 817.50 851.80 661.50 872.10 920.40 92.10
5/16 4,740 3,300 870.50 964.10 714.50 925.10 1,035.90 112.70
3/8 7,606 5,400 1,346.30 1,474.20 1,088.90 1,427.40 1,594.40 166.00
1/2 11,905 8,480 - 2,686.40 1,945.40 2,474.20 2,758.10 279.60
5/8 18,519 13,250 - - 2,900.10 3,745.60 4,260.40 486.80
 ↓ 24,692 17,650 - - 4,113.80 5,160.50 6,558.30 608.40

CMVL3 CMVG3 CMVE3 CMVH3 CMVO3 CMX3
1/8 1,764 1,323 - - 477.40 656.80 - 57.60

3/16 2,866 1,984 775.40 836.20 649.00 854.90 923.60 79.10
1/4 4,189 2,976 932.90 1,081.10 844.00 1,023.40 1,143.50 106.30

9/32 5,842 4,079 1,235.60 1,287.00 1,001.60 1,316.70 1,390.00 138.10
5/16 7,165 5,071 1,344.80 1,483.60 1,110.80 1,424.30 1,591.20 169.00
3/8 11,354 8,047 2,088.90 2,282.30 1,703.60 2,210.60 2,463.30 249.00
1/2 17,968 12,677 - 4,140.30 3,028.00 3,820.50 4,247.90 419.40
5/8 27,778 19,842 - - 4,544.30 5,811.00 6,583.20 730.10
 ↓ 37,038 26,455 - - 6,770.40 8,342.90 10,438.00 912.60

CMVL4 CMVG4 CMVE4 CMVH4 CMVO4 CMX4
1/8 1,764 1,323 - - 613.10 851.80 - 76.80

3/16 2,866 1,984 1,004.70 1,087.40 836.20 1,110.80 1,204.40 105.50
1/4 4,189 2,976 1,209.00 1,407.20 1,088.90 1,329.20 1,489.80 141.70

9/32 5,842 4,079 1,611.50 1,680.20 1,299.50 1,722.30 1,817.40 184.10
5/16 7,165 5,071 1,747.20 1,932.90 1,435.20 1,856.40 2,076.40 225.30
3/8 11,354 8,047 2,723.80 2,982.80 2,209.00 2,887.60 3,223.00 332.00
1/2 17,968 12,677 - 5,425.70 3,942.20 4,999.80 5,569.20 559.20
5/8 27,778 19,842 - - 5,917.10 7,606.60 10,175.90 973.50
 ↓ 37,038 26,455 - - 8,711.10 10,806.20 13,600.10 1,216.80

L

L

L

L

L = length 39.37"
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Loop Chain CELKLoop Chain CELK 43

cromox® Loop Chain CELK, Grade 60 AISI 316L, blasted

Chain size Part number d" WLL [lbs] WLL [lbs] $/pc. $/add. 39.37"
| 45° 30°

1/8 CELK 4 0.16 1,765 990 660 64.50 38.40
3/16 CELK 5 0.20 2,780 1,545 1,100 88.20 52.80
1/4 CELK 6 0.24 3,970 2,205 1,545 107.50 70.90

9/32 CELK 7 0.28 5,510 3,090 2,205 131.90 92.10
5/16 CELK 8 0.31 6,830 3,750 2,645 155.60 112.70
3/8 CELK 10 0.39 10,800 5,950 4,300 209.90 166.00
1/2 CELK 13 0.51 16,970 9,480 6,720 324.50 279.60
5/8 CELK 16 0.63 26,450 14,550 10,580 574.10 486.80
↓ CELX 18* 0.71 35,274 19,401 14,110 700.50 608.40
↓ CELX 22* 0.87 48,502 26,676 19,401 998.40 914.20
1 CELX 26* 1.02 66,139 36,376 26,455 1,346.30 1,269.90

*AISI 318LN Duplex  
L = length 39.37" ≙ circumference 78.74" 

In case of asymmetry, the values are to be reduced by 25 %.

L
Ordering information:
Length L and surface finishes according to customer's 
request. Also available in AISI 318LN.
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Pump Chain CPKPump Chain CPK 45

cromox® Pump Chain CPK, Grade 60 AISI 316L / AISI 318LN, welded, tested, blasted

Chain size Part number Master link Transition link WLL [lbs] $/pc. $/add. extension 
(L2 = approx. 39.37")

↓ 0.12 x 0.55 CPK 3 0.20 x 1.65 x 0.87 - 440 47.90 24.70
1/8 0.16 x 0.63 CPK 4 0.31 x 2.13 x 1.18 0.20 x 0.87 x 0.35 880 62.90 42.50

3/16 0.20 x 0.59 CPK 5 0.39 x 3.15 x 1.97 0.24 x 1.02 x 0.51 1,320 78.00 54.60
1/4 0.24 x 0.71 CPK 6 0.51 x 4.33 x 2.36 0.31 x 1.38 x 0.75 1,980 100.20 71.50

9/32 0.28 x 0.83 CPK 7 0.51 x 4.33 x 2.36 0.31 x 1.38 x 0.75 2,750 109.60 79.30
5/16 0.31 x 0.94 CPK 8 0.51 x 4.33 x 2.36 0.39 x 1.73 x 0.98 3,300 122.80 94.30

↓ 0.35 x 1.06 CPK 9 0.63 x 4.33 x 2.36 0.51 x 2.13 x 0.98 4,400 149.30 116.00
3/8 0.39 x 1.18 CPK 10 0.63 x 4.33 x 2.36 0.51 x 2.13 x 0.98 5,400 177.90 144.70
1/2 0.51 x 1.54 CPK 13 0.87 x 6.3 x 3.54 0.63 x 2.76 x 1.34 8,480 288.60 229.50
5/8 0.63 x 1.89 CPK 16 0.87 x 6.3 x 3.54 0.71 x 3.35 x 1.57 13,250 402.50 338.60
↓ 0.71 x 2.13 CPK 18 1.02 x 7.09 x 3.94 0.87 x 4.53 x 1.97 17,650 580.40 525.80
↓ 0.87 x 2.60 CPX 22* 1.42 x 10.24 x 5.51 1.02 x 5.51 x 2.56 24,245 1,458.60 1,184.10
1 1.02 x 3.07 CPX 26* 1.77 x 12.60 x 6.89 1.26 x 5.51 x 2.76 33,070 2,230.80 1,725.40

Custom fittings and bespoke versions on request 
Standard length ≈ 39.37", other lengths on request 
L1 = approx. 39.37" + one additional master link 
*L1 = approx. 78.74" + one additional master link, L2 = approx. 78.74", AISI 318LN Duplex

Connecting link

L1 = basis component L2 = extension, approx. 39.37"

Master link

L3 =  2-leg extension with shackleFig.: Customized edition

Ordering information: Many sizes also available in Duplex.
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Hoist CCH 200, combined with  
Hoist-Trolley CHT (p. 49)

Hoist CCH 47

PRODUCT BENEFITS

 ® Load capacity: 0.63 t, 1.0 t and 2.0 t

 ® High corrosion resistance thanks to high quality materials

 ® Suitable for cleanrooms due to sealed brake and gear unit

 ® Swivable upper hook

 ® Load hook: easy rotation under full load 

 ® Hand and load chains and pocket wheels made of stainless steel

 ® Standard features:  
- Lifting height: 118.11"  
- CCH - 63: CHK 6.3 x 19.1  
- CCH - 100: CHK 7.1 x 21.2 
- CCH - 200: CHK 7.1 x 21.2

 ® Hand chain: 1.5 m, NHC 5 x 25

 ® Customized chain lengths available on request

 ® World‘s first stainless hoist, which is completely developed and manufactured in Germany
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Hoist CCH48

cromox® Hoist CCH - 200, Grade 60 2-leg, AISI 316L / AISI 318LN, tested

Part number WLL [lbs] a min." b" c" d" Test weight [lbs] Lifting height [ft] Load chain Hand chain Weight [lbs]
CCH 200 4,410 22.05 6.89 5.91 5.91 6,600 9.84 0.28 x 0.83 0.2 x 0.98 17

cromox® Hoist CCH - 63 | CCH - 100, Grade 60 1-leg, AISI 316L / AISI 318LN, tested

Part number WLL [lbs] a min." b" c" d" Test weight [lbs] Lifting height [ft] Load chain Hand chain Weight [lbs]
CCH 63 1,390 14.76 5.91 5.91 2.36 2,080 9.84 0.25 x 0.75 0.2 x 0.98 13.45
CCH 100 2,205 14.76 5.91 5.91 2.36 3,310 9.84 0.28 x 0.83 0.2 x 0.98 13.89

Ambient temperature: -40 to +60 °C
Application in corrosive environment possible
Maximum relative humidity: 100 %
Application in ex zone after consultation with manufacturer
Tested acc. to DIN EN 13157
Prices upon request

Material chain hoist
Load chain AISI 316L
Hand chain AISI 316L

Housing AISI 316L
Pocketwheel load chain AISI 318LN
Pocketwheel hand chain AISI 316L

Screws AISI 318LN
Nuts AISI 304

Washer AISI 316

Material CWHF
Body AISI 318LN

Safety latch AISI 318LN
Spring AISI 301

Bolt AISI 318LN
Half shells AISI 318LN

Screws / nuts AISI 318LN
Safety pin AISI 301

Ball bearing AISI 440C

a

b
c d
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Hoist-Trolley CHT 49

cromox® Hoist-Trolley CHT, Grade 60 AISI 316L, tested 

Part number WLL [lbs] a" x b" c" d" e" f" s" Weight [lbs]
CHT 1,390 - 4,410 8.27 x x + 3.94 6.46 1.57 1.1 0.43 0.39 15.40 - 18.75

c

d

f

a

e

b
x

s

Ambient temperature: -40 to +60 °C
Application in corrosive environment possible
Maximum relative humidity: 100 %
Application in ex zone after consultation with manufacturer
Tested acc. to DIN EN 13157
Prices upon request
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cromox® Windlass Anchor Chain CDK/CIA, Grade 60 
AISI 316L, measures acc. to DIN 766 and ISO 4565, tested, calibrated, bright polished

Chain size Part number Norm d" t" b1 min." b2 max." SWL [lbs] BF [lbs] Weight [lbs/ft] $/ft
1/4 CDK 6 DIN 766 0.24 0.73 0.28 0.82 4,215 8,430 0.52 10.20

5/16 CDK 8 DIN 766 0.31 0.94 0.38 1.07 7,080 14,160 0.91 16.00
3/8 CDK 10 DIN 766 0.39 1.10 0.47 1.42 11,235 22,470 1.51 25.00
1/2 CDK 13 DIN 766 0.51 1.42 0.61 1.85 18,765 37,530 2.62 42.10
↓ CDK 14 DIN 766 0.55 1.61 0.66 1.97 20,790 41,580 2.96 47.60

5/8 CDK 16 DIN 766 0.63 1.77 0.76 2.28 26,965 53,930 3.90 72.10

1/4 CIA 6 ISO 4565 0.24 0.71 0.32 0.85 4,215 8,430 0.54 10.40
5/16 CIA 8 ISO 4565 0.31 0.94 0.43 1.13 7,080 14,160 0.94 16.60
3/8 CIA 10 ISO 4565 0.39 1.18 0.53 1.42 11,455 22,910 1.48 24.30
↓ CIA 12 ISO 4565 0.47 1.42 0.64 1.70 16,010 32,020 2.15 34.60

cromox® Windlass Anchor Chain CXA/CXI/CXP, Grade 60 PLUS  
AISI 318LN Duplex, measures acc. to DIN 766, ISO 4565 and AS 2321, tested, calibrated, bright polished

Chain size Part number Norm d" t" b1 min." b2 max." SWL [lbs] BF [lbs] Weight [lbs/ft] $/ft
3/16 CXA 5 DIN 766 0.20 0.73 0.24 0.67 2,835 5,670 0.34 8.60
1/4 CXA 6 DIN 766 0.24 0.73 0.28 0.82 4,320 8,640 0.52 12.20

5/16 CXA 8 DIN 766 0.31 0.94 0.38 0.72 7,420 14,840 0.91 19.20
3/8 CXA 10 DIN 766 0.39 1.10 0.47 1.42 11,685 23,370 1.51 30.00
1/2 CXA 13 DIN 766 0.51 1.42 0.61 1.85 19,885 39,770 2.62 50.50
↓ CXA 14 DIN 766 0.55 1.61 0.66 1.97 21,500 43,000 2.96 57.10

5/8 CXA 16 DIN 766 0.63 1.77 0.76 2.28 29,210 58,420 3.90 86.60
↓ CXA 18 DIN 766 0.71 1.97 0.85 2.56 37,480 74,960 4.91 110.90
↓ CXA 22 DIN 766 0.87 2.52 1.09 3.27 49,600 99,210 7.33 165.20
1 CXA 26 DIN 766 1.02 2.87 1.23 3.7 70,550 141,095 10.22 224.20

3/16 CXI 5 ISO 4565 0.20 0.59 0.26 0.71 2,835 5,670 0.36 9.30
1/4 CXI 6 ISO 4565 0.24 0.71 0.32 0.85 4,320 8,640 0.54 12.50

5/16 CXI 8 ISO 4565 0.31 0.94 0.43 1.13 7,420 14,840 0.94 19.80
3/8 CXI 10 ISO 4565 0.39 1.18 0.53 1.42 11,685 23,370 1.48 29.20
↓ CXI 12 ISO 4565 0.47 1.42 0.64 1.70 17,980 35,960 2.15 41.50

1/4 CXP 6 AS 2321 0.24 0.74 0.28 0.85 4,220 8,440 0.58 13.40
5/16 CXP 8 AS 2321 0.31 0.94 0.38 1.06 7,075 14,150 0.94 20.40
3/8 CXP 10 AS 2321 0.39 1.17 0.47 1.35 11,245 22,490 1.48 30.00
1/2 CXP 13 AS 2321 0.51 1.50 0.61 1.69 18,760 37,520 2.27 50.90
5/8 CXP 16 AS 2321 0.63 1.88 0.76 2.16 26,965 53,930 3.78 84.00

Material Grade BF at 0.31" chain thickness (optimum value) [kN] PREN CPT [°C]
AISI 316L 60 63 23.10 - 28.50 24 - 27.5
AISI 318LN Duplex 60+ 66 30.85 - 38.07 27.5 - 34.5
AISI F255 Superduplex 70+ 80 37.00 - 44.00 > 70

Typ Prenice 23

Typ Prenium 35

Windlass Anchor Chain
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STAINLESS STEEL ANCHOR CHAIN DIRECTLY FROM THE TEST WINNER 

The Anchor Chain out of our product range cromox® are meeting the highest 
requirements – following the result published by the magazine ′Boote 12/2008′.

ANCHOR CHAINS MADE OF STAINLESS STEEL – THIS SHOULD BE 
CONSIDERED WHEN BUYING 

In this detailed technical article, our expert explains what must be taken into account 
when buying a stainless steel anchor chain, what material differences there are and 
what the weld seam should be like on the chain links:  
https://bit.ly/3sV7HfK (or scan QR code) 

BEST OF TEST
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cromox® Windlass Anchor Chain CXUS, Grade 60 AISI 318LN Duplex, USA G4 Standard

Chain size Part number d" t" b1 min." b2 max." SWL [lbs] BF [lbs] Weight [lbs/ft] $/ft
1/4 CXUS 1/4″ 0.28 0.84 0.38 0.99 5,510 11,025 0.74 17.80

5/16 CXUS 5/16″ 0.35 1.03 0.46 1.24 8,820 17,635 1.21 26.00
3/8 CXUS 3/8″ 0.39 1.22 0.55 1.42 11,025 22,045 1.48 29.80
1/2 CXUS 1/2″ 0.51 1.59 0.87 2.01 18,410 36,815 2.55 50.00
5/8 CXUS 5/8″ 0.63 1.79 0.85 2.24 26,455 52,910 3.83 86.00
1 CXUS 1″ 1.02 3.09 1.42 3.66 66,140 132,275 10.22 228.00

cromox® Windlass Anchor Chain CSX, Grade 70 PLUS  
AISI F255 Superduplex, measures acc. to DIN 766, tested, calibrated, bright polished

Chain size Part number d" t" b1 min." b2 max." SWL [lbs] BF [lbs] Weight [lbs/ft] $/ft
5/16 CSX 8 0.31 0.94 0.38 1.07 8,820 14,840 0.91 33.70
3/8 CSX 10 0.39 1,10 0.47 1.42 13,780 27,560 1.55 57.60

Additional electropolishing optionally available – please refer to page 56 for general and pricing information.

tt

d

b2 b1 Benefits of electropolishing → see page 56

Typ Prenium 35

Typ Suprene 40

Windlass Anchor Chain

https://bit.ly/3sV7HfK
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cromox® Stud Link Chain CXSL, Grade 60 PLUS  
AISI 318LN Duplex, measures acc. to ISO 1704, tested, calibrated, bright polished

Chain size Part number d" t" b" SWL [lbs] BF [lbs] Weight [lbs/ft] $/ft
↓ CXSL 14 0.55 2.20 1.98 3,350 21,500 42.990 62.40

5/8 CXSL 16 0.63 2.52 2.27 4,430 29,210 58.420 82.10
↓ CXSL 18 0.71 2.83 2.55 5,710 37,480 74.960 99.40
↓ CXSL 22 0.87 3.46 3.12 8,470 49,600 99.210 153.20
1 CXSL 26 1.02 4.09 3.69 11,550 70,550 141.100 216.50

Additional electropolishing optionally available – please refer to page 56 for general and pricing  
information.

6 x d

dt = 4 x d

b =
 3

.6 
x d

Typ Prenium 35

Stud Link Chain CXSL
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BENEFITS OF ELECTROPOLISHING

Electrolytic polishing is an electrochemical process for surface treatment. It reduces the microroughness and overall surface 
area. Therefore dirt or product remains are much more unlikely to stick to the chain.  
The cleanability is improved. Electrolytic polishing is also used for deburring, buffing and passivating. 

The process effects a metallurgical clean surface without defects. The material‘s corrosion resistance is fully exploited.

PRICING INFORMATION

$ 3.90 / lbs surcharge for electropolishing (not discountable)
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MANY MODELS  
AVAILABLE FROM STOCK.

57Chain Wheels
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cromox® Anchor Twister Original CATO, Grade 60 PLUS AISI 318LN Duplex, tested, bright polished

Part number For chain size a" b" c" d" e" BF [lbs] Weight [lbs] $/pc.
CATO 8 5/16 8.15 0.67 1.69 0.55 0.94 14,840 2.65 460.20
CATO 10 3/8 12.40 0.98 2.64 0.79 1.18 23,370 11.02 547.60

a

b

d
e

c

PRODUCT BENEFITS

 ® Self-acting orientation of the anchor while hoisting

 ® Applicable in fresh and salt water by use of Duplex steel AISI 318LN

 ® Special design for adjustment to bow roller

 ® Connection with a spherical head enables easy rotation of the anchor

Anchor Twister Original CATO
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cromox® Quick Connection Shackle CSVS, Grade 60 AISI 318LN, tested, blasted

Part number WLL [lbs] t" b" a" c" Weight [lbs] $/pc.
CSVS 06 1,980 1.38 0.43 2.48 0.79 0.30 123.30
CSVS 08 3,300 1.65 0.51 2.95 0.98 0.56 145.10
CSVS 10 5,400 2.52 0.71 4.41 1.26 1.31 198.20
CSVS 13 8,480 2.99 0.83 5.16 1.50 2.36 282.40
CSVS 16 13,225 3.46 0.94 6.02 1.73 3.77 393.20 b

a t

c

PRODUCT BENEFITS

 ® Safety-optimized, appealing design

 ® Custom design double locking 

 ® Free turning of locked bolt

 ® Made of AISI 318LN Duplex

Nautic Shackle
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Anchor weight (kg) Sail boat Power boat Sail / power For chain
Weight (t) Length (feet) Weight (t) Length (feet) Weight (t) Length (feet)

5 1.0 17 1.1 17 0.7 14 3/16
8 2.0 23 2.2 24 1.4 20 1/4
12 3.8 30 4.2 31 2.7 26 1/4
16 6.3 35 6.9 36 4.5 31 1/4 - 5/16
21 10.2 41 11.2 43 7.3 36 5/16
27 14.6 47 16.0 48 10.5 41 5/16 - 3/8
35 21.5 52 23.5 54 15.6 45 3/8
45 30.0 58 32.9 60 21.6 51 3/8
60 43.0 66 47.1 68 31.0 58 1/2
80 63.0 73 69.0 75 45.4 63 1/2
100 85.0 80 93.0 83 61.0 70 0.6
130 123.0 90 135.0 93 89.0 78 5/8
160 174.0 100 191.0 103 125.0 86 5/8
200 262.0 113 287.0 116 190.0 98 0.7
250 400.0 129 438.0 133 290.0 111 0.7 - 0.79
300 550.0 144 600.0 149 400.0 125 0.79
360 760.0 164 830.0 169 550.0 142 0.86

Comparison windspeed – waterdepth – anchor chain length
Windspeed Wrap length

up to 10 knots 5 times the depth

up to 35 knots 7 times the depth

over 35 knots 10 times the depth

Choose the correct cromox® Anchor Chain



STEEL

INOX

STAINLESS

63

WARRANTY

Anchor chain, material AISI 316L

Ketten Waelder GmbH does not guarantee corrosion resistance.

Anchor chain, material AISI 318LN

 » Electropolished: Ketten Waelder GmbH grants a warranty of 3 years (from the date of purchase). 
 » Bright polished: Ketten Waelder GmbH grants a warranty of 2 years (from the date of purchase). 

Anchor chain, material AISI F255

 » Electropolished: Ketten Waelder GmbH grants a warranty of 5 years (from the date of purchase). 
 » Bright polished: Ketten Waelder GmbH grants a warranty of 3 years (from the date of purchase). 

Warranty extension 

The warranty can be extended by the manufacturer if the chain is returned to our service center in Bad Endorf, Germany, for inspection by our specialists at the 
end of its regular warranty period. If our technicians find your chain to be in good condition without major damages, the warranty will be extended.  
If repairs are advised, we will be happy to provide you with a quote for this. The surface protection layer of the chain can also be refreshed by us – we will be 
happy to provide you with a quote for this as well.

Warranty explanation





Pocket Wheels

Special Sling Chain

Special Load Lifting 

Special Components

Lifting and Transport Systems

CUSTOM
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cromox® Pocket Wheels, Chain Sprockets and Windlass Gypsies

LIFTING, MOVING, TRANSPORTING

We manufacture pocket wheels, chain sprockets and windlass gypsies based upon your 
individual specifications using our cutting-edge 5-axis CNC machine. The stainless steel and 
Duplex-grade materials work well with our cromox® line of products. 
Our precision engineering and manufacturing processes ensure precision reduced noise 
operation with low wear and tear. Optimized geometry provides the perfect load transmission 
with minimal stress in chain links. 
Please speak with our sales staff directly for pricing and ordering information.

Stainless Steel Chain NT 
similar to DIN 5685-2, AISI 316L, short link, twisted, form X, not tested

Chain size Part number d" t" b inner min." Weight [bs / feet] Calculated load capacity [kN] $/ft
3/16 NT 5 0.20 0.83 0.35 0.36 275 6.80
1/4 NT 6 0.24 0.94 0.43 0.52 350 9.60

The dimensions of 
chains form X are 
slightly smaller due  
to twisting.

YOUR INDIVIDUALIZED cromox® CHAIN

Your own individual cromox® chain. Marked to your desire.
Contact us for more information.

Pocket Wheels
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Customized pocket wheel

Individual supporting structure 
for art project "Solid Sky" by Alicja KwadeCustom chain slingHeavy-load custom chain sling 

for basket hitch

© 
Fr

ed
 C

ha
rle

s





Swing Chain

Chain

Shackle

Eye Nuts

Eye Bolts

Rings

Custom Build

PLAY
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Stainless Swing Chain NSKE  
consisting of chain DIN 766, 6 x 18.5, AISI 304L

Part number Basic component, $/pc. $/each add. 3.94"
NSKE 37.50 2.60

Consisting of:
 » Chain 0.24 x 0.73, L = approx. 39.37", 

AISI 304L
 » Ring 0.24 x 0.63, AISI 304L
 » Spread 2 x 9 links, L2 approx. 7.17", 

0.24 x 0.73, AISI 304LL

L2

Stainless Swing Chain NSKR  
with Eye Nut and finger protection M8 
consisting of chain DIN 766, 6 x 18.5, AISI 304L

Part number Basic component, $/pc. $/each add. 3.94"
NSKR 53.90 2.60

L

L2

Consisting of:
 » Chain 0.24 x 0.73, L = approx. 39.37",  

AISI 304L
 » Ring 0.24 x 0.63, AISI 304L
 » Spread 2 x 8 links, L2 approx. 8.11", 

0.24 x 0.73, AISI 304L
 » 2 rings 6 x 16, AISI 304L
 » 2 eye nuts with finger protection, M8,  

AISI 304Material
Chain  AISI 304L
Ring AISI 304L

Ring nut  AISI 304

Stainless Steel Swing Chain and Components for Playgrounds
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tt

d

b2 b1

Stainless Steel Chain NDK, Grade 40 similar to DIN 766, AISI 304L, tested, calibrated, bright polished

Chain size Part number d" t" b1 min." b2 max." WLL [lbs] BF [lbs] Weight [lbs/ft] $/ft
3/16 NDK 5 0.20 0.73 0.24 0.67 880 3,520 0.34 5.70
1/4 NDK 6 0.24 0.73 0.28 0.82 1,210 4,840 0.52 7.60

9/32 NDK 7 0.28 0.87 0.33 0.94 1,700 6,835 0.74 10.80
5/16 NDK 8* 0.31 0.93 0.38 1.07 2,205 8,820 0.93 11.90

Additional electropolishing optionally available – please refer to page 56 for general and pricing information. 
*Custom size for playgrounds

Stainless Allen Key D-Shackle NIS AISI 304

Part number a" b" c" d" Weight [lbs] $/pc.
NIS 6 0.24 0.24 0.51 0.51 0.05 3.50

Stainless Steel Eye Nut NR similar to DIN 582, AISI 304

Part number a" b" d" e" Weight [lbs] $/pc.
NR M 8 0.75 1.42 0.79 0.31 0.09 4.70

Stainless Steel Eye Bolts NM DIN 444, AISI 304

Part number d" l" Weight [lbs] $/pc.
NM 107 M 10 2.76 0.11 5.50
NM 108 M 10 3.15 0.11 5.70
NM 1014 M 10 5.51 0.19 8.30

Stainless Steel Rings NRU/NRG AISI 304L

a" b" Weight [lbs] Type not welded $/pc. Type welded $/pc.
0.24 0.63 0.03 NRU 616 1.50 NRG 616 5.70
0.24 0.71 0.03 NRU 618 1.50 NRG 618 5.70

d b

a

c

b a

e

d

l
d

a

b

Stainless Steel Accessories for Playgrounds
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For example: 
Chain for climbing nets, chain bridges,  
wobby bridges, chain labyrinths

Custom Built Based on Customer Ideas





Authorized Sales Partner

Possibilities

Conditions

SAPA+
S A L E S  P A R T N E R
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CHARTER FOR AUTHORIZED 
cromox® SALES PARTNER

WE OFFER YOU THE POSSIBILITY TO 
BECOME AN AUTHORIZED cromox® SALES PARTNER

With a cromox® dealership you will enjoy several advantages:

 ® cromox® is the product line with an enormous potential for development
• You will get the chance to create another pillar for your company's business 
• You will gain customers through distribution of internationally renowned 

cromox® premium products
• You will increase your return on investment thanks to many privileges

 ® Ketten Waelder will provide you with an enhanced level of support
• Special status in order processing, delivery time and consignment
• You will get special technical support for finding solutions, even together 

with the customer on location
• We will refer inquiries from customers located within your trading area to you
• Customer protection
• We will support you at trade fairs where cromox® products are being exhibited
• You will receive promotional material e.g. roll-ups, sample cases, sample 

racks and brochures



BRUCE SOLBERG 

Manager and Shareholder cromox US, Inc. 
bruce@cromox-us.com

JEFF DOERGE

National Sales Manager cromox US, Inc. 
jeff@cromox-us.com

Special prices

 ® You will profit from a higher basic discount

 ® You will get additional discounts for:
• cromox® catalogs or products on your website and your printed 

advertising media
• Showing a cromox® sample rack in your sales- or showroom
• Using prices from our cromox® catalog as suggested prices
• Periodical cromox® inhouse trainings

 ® As an initial aid we will give you an unique discount on your first stock order

 ® In case of exceeding the agreed turnover thresholds you'II get a further bonus

 ® Potential markups for smallvolume purchases will be omitted when 
using collective invoices

You are oriented towards the same values which are important to us:

 ® Professionalism, transparency, fairness, honesty 

 ® Reliability, trust and sustainabiliy

Together we want to achieve more.

We would be please to receive suggestions and ideas for product 
improvement, which will influence our further development.

Become an authorized sales partner of cromox® – the technology and 
market leader of stainless, high quality, tested and certified chains and 
accessories for the industrial, nautical and playground sectors.

Your team from cromox US / Ketten Waelder GmbH

77Priviledges of Sapa+

ALEXANDER SCHOENBERGER

COO Ketten Waelder GmbH 
schoenberger@ketten-waelder.de

FRANZ MAXIMILIAN WAELDER

Shareholder cromox US, Inc. | CEO Ketten Waelder GmbH 
franz@cromox-us.com





Identification Tags

Spare Parts

Material Specification

Corrosion Resistance

Chain Summary
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cromox® Identification Tag CA, Grade 60 or Grade 80 
Tag for single-leg and multi-leg slings, bright polished

Part number Description Weight [lbs] $/pc.
CA SO with rope and ferrule, without WLL marking 0.22 11.90
CA SM with rope and ferrule, with WLL marking 0.22 21.70
CA LO single, without rope and ferrule, without WLL marking 0.22 7.70
CA LM single, without rope and ferrule, with WLL marking 0.22 19.20

Identification Tag CA, 
Grade 60, front side

Identification Tag CA, 
Grade 60, back side

Identification Tag CA, 
Grade 80, front side

Identification Tag CA, 
Grade 80, back side

cromox® Service Tags CU marked with next inspection date, bright polished

Part number Description Weight [lbs] $/pc.
CU S neutral, with rope and ferrule 0.15 11.90
CU L single, without rope and ferrule 0.15 7.70

Material
Identification tag AISI 304

Rope AISI 304
Ferrule AISI 304

Identification Tags
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cromox® Safety latch Assembly CSG for CGHF, COHF, CWHB and CWHF, blasted

Part number Weight [lbs] $/pc.
CSG 04 0.044 17.20
CSG 05/06 0.066 20.50
CSG 07/08 0.099 24.40
CSG 10 0.198 28.90
CSG 13 0.308 37.60
CSG 16 0.550 51.40
CSG 18 0.660 67.00

Bolts and Pins CVGE for CVG

Part number d" l" Weight [lbs] $/pc.
CVGE 05 0.16 1.42 0.022 14.20
CVGE 06 0.20 1.77 0.022 14.20
CVGE 07 0.20 1.89 0.022 14.50
CVGE 08 0.24 2.09 0.035 15.50
CVGE 10 0.31 2.52 0.075 18.90
CVGE 13 0.39 3.19 0.110 29.60
CVGE 16 0.47 4.02 0.187 34.20

Material
Safety latch AISI 318LN

Spring AISI 301
Safety pin AISI 301

Bolt AISI 318LN

d

l

Spare Parts Overview 
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cromox® Bolts and Pins CBP for CGHF, CGSL and CGS, bright polished

Part number d" l" Weight [lbs] $/pc.
CBP 5 x 23 0.20 0.91 0.009 11.00
CBP 6 x 21 0.24 0.83 0.011 11.20
CBP 6 x 23 0.24 0.91 0.011 11.90
CBP 6 x 28 0.24 1.10 0.013 12.00
CBP 7 x 26 0.28 1.02 0.018 12.10
CBP 8 x 24 0.31 0.94 0.020 12.50
CBP 8 x 28 0.31 1.10 0.024 14.20
CBP 8,6 x 32 0.34 1.26 0.031 14.40
CBP 9 x 36 0.35 1.42 0.040 14.60
CBP 10 x 32 0.39 1.26 0.044 16.80
CBP 10 x 36 0.39 1.42 0.048 17.10
CBP 12 x 36 0.47 1.42 0.070 18.80
CBP 12 x 40 0.47 1.57 0.077 21.50
CBP 13 x 40 0.51 1.57 0.090 22.40
CBP 16 x 45 0.63 1.77 0.156 33.50
CBP 20 x 55 0.79 2.17 0.297 51.50
CBP 22 x 68 0.87 2.68 0.444 78.20

Material
Safety pin AISI 301

Bolt AISI 318LN

d

l

Spare Parts Overview
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Material number EN 10027-2
AISI 304L AISI 316 AISI 316L AISI 318LN*

Steel Type EN 10027-1 X2CrNi 18–9 X5CrNiMo 17–12–2 X2CrNiMo 17–12–2 X2CrNiMoN 22–5–3

Chemical composition [%]
AISI 304L AISI 316 AISI 316L AISI 318LN*

C max. 0,03 0,07 0,03 0,03
Cr 17,5 – 19,5 16,5 – 18,5 16,5 – 18,5 21,0 – 23,0
Ni 8,0 – 10,5 10,0 – 13,0 10,0 – 13,0 4,5 – 6,5
Mo - 2,0 – 2,5 2,0 – 2,5 2,5 – 3,5
others N ≤ 0,11 N ≤ 0,11 N ≤ 0,11 N 0,10 – 0,22

Mechanical properties
AISI 304L AISI 316 AISI 316L AISI 318LN*

Strength Rm (Mpa) 500 – 700 500 – 700 500 – 700 650 – 880
Apparent yield point 
Rp0,2 (Mpa) > 175 > 200 > 200 > 450

Hardness (Brinell) < 215 < 215 < 215 < 270

Physical properties
AISI 304L AISI 316 AISI 316L AISI 318LN*

Magnetisable no/slightly no/slightly no/slightly yes
Weldable yes yes yes yes

Working Load Limit depending on the chain temperature

-40 °C to +250 °C over 250 °C to 350 °C* over 350 °C to 450 °C
WLL 100 %  75 % 50 %

*AISI 318LN, max. 350 °C allowed

Corrosion Resistance

Material AISI 304L AISI 316 / AISI 316L AISI 318LN AISIF 255
PREN 16,50 - 20,26 23,10 - 28,50 30,85 - 38,07 37 - 44
CPT (°C) 10 24 - 27,5 27,50 - 34,50 > 70 °C acc. to ASTM 648 6 %

Material Specification
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Part number WLL [lbs] d" t" b1 min." b2 max." Weight [lbs] Material Grade Catalog page
CK 3 440 0.12 0.55 0.20 0.49 0.11 AISI 316L 6 12
CK 4 880 0.16 0.47 0.20 0.54 0.24 AISI 316L 6 12
CHK 4.0 x 12.0 880 0.16 0.47 0.20 0.54 0.24 AISI 316L 6 13
CHK 4.0 x 12.3 880 0.16 0.48 0.20 0.54 0.24 AISI 316L 6 13
CDK 4 880 0.16 0.63 0.21 0.55 0.22 AISI 316L 6 14
CK 5 1,320 0.20 0.59 0.25 0.73 0.36 AISI 316L 6 12
CXI 5 - 0.20 0.59 0.26 0.71 0.36 AISI 318LN 6+ 52
CHK 5.0 x 15.0 1,380 0.20 0.59 0.24 0.67 0.36 AISI 316L 6 13
QK 5 1,760 0.20 0.59 0.25 0.73 0.36 - 8 12
CHK 5.0 x 15.1 1,380 0.20 0.60 0.25 0.67 0.36 AISI 316L 6 13
CHK 5.0 x 15.3 1,380 0.20 0.60 0.24 0.66 0.36 AISI 316L 6 13
CDK 5 1,320 0.20 0.73 0.24 0.67 0.34 AISI 316L 6 14
CXA 5 - 0.20 0.73 0.24 0.67 0.34 AISI 318LN 6+ 52
NDK 5 880 0.20 0.73 0.24 0.67 0.34 AISI 304L 4 72
NT 5 - 0.20 0.83 0.35 - 0.36 AISI 316L - 66
NHC 5.0 x 24.0 - 0.20 0.95 0.28 0.71 0.31 AISI 316L - 13
NHC 5.0 x 25.0 - 0.20 0.95 0.28 0.69 0.30 AISI 316L - 13
NHC 5.0 x 25.2 - 0.20 0.99 0.28 0.69 0.30 AISI 316L - 13
CK 6 1,980 0.24 0.71 0.31 0.87 0.54 AISI 316L 6 12
CHK 6.0 x 18.0 2,095 0.24 0.71 0.28 0.80 0.54 AISI 316L 6 13
CIA 6 - 0.24 0.71 0.32 0.85 0.54 AISI 316L 6 52
CXI 6 - 0.24 0.71 0.32 0.85 0.54 AISI 318LN 6+ 52
QK 6 2,470 0.24 0.71 0.31 0.87 0.54 - 8 12
CDK 6 1,980 0.24 0.73 0.28 0.82 0.52 AISI 316L 6 14/52
NDK 6 1,210 0.24 0.73 0.28 0.82 0.52 AISI 304L 4 72
CXA 6 - 0.24 0.73 0.28 0.82 0.52 AISI 318LN 6+ 52
CXP 6 - 0.24 0.74 0.28 0.85 0.58 AISI 318LN 6+ 52
NT 6 - 0.24 0.94 0.43 - 0.52 AISI 316L - 66
CFK 6.0 x 27.5 - 0.24 1.08 0.35 0.83 0.46 AISI 316L 6 14
CHK 6.3 x 19.1 2,200 0.25 0.75 0.31 0.84 0.58 AISI 316L 6 13
CK 7 2,750 0.28 0.83 0.36 1.02 0.74 AISI 316L 6 12
QHK 7.0 x 21.0 3,300 0.28 0.83 0.33 0.93 0.74 - 8 13
QK 7 3,300 0.28 0.83 0.36 1.02 0.74 - 8 12
CHK 7.0 x 22.0 2,750 0.28 0.83 0.33 0.93 0.74 AISI 316L 6 13
CDK 7 2,750 0.28 0.87 0.33 0.94 0.74 AISI 316L 6 14
NDK 7 1,700 0.28 0.87 0.33 0.94 0.74 AISI 304L 4 72
CHK 7.1 x 21.0 2,750 0.28 0.87 0.33 0.91 0.74 AISI 316L 6 13
CHK 7.1 x 21.2 2,750 0.28 0.84 0.35 0.93 0.75 AISI 316L 6 13
CXUS 1/4″ - 0.28 0.84 0.38 0.99 0.74 AISI 318LN 6 53
NDK 8 2,205 0.31 0.93 0.38 1.07 0.93 AISI 304L 4 72
CXP 8 - 0.31 0.94 0.38 1.06 0.94 AISI 318LN 6+ 52
CK 8 3,300 0.31 0.94 0.41 1.17 0.94 AISI 316L 6 12
CDK 8 3,300 0.31 0.94 0.38 1.07 0.91 AISI 316L 6 14/52
CXA 8 - 0.31 0.94 0.38 0.72 0.91 AISI 318LN 6+ 52
CSX 8 - 0.31 0.94 0.38 1.07 0.91 AISI F255 7 53
CIA 8 - 0.31 0.94 0.43 1.13 0.94 AISI 316L 6 52
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Part number WLL [lbs] d" t" b1 min." b2 max." Weight [lbs] Material Grade Catalog page
CXI 8 - 0.31 0.94 0.43 1.13 0.94 AISI 318LN 6+ 52
QK 8 4,400 0.31 0.94 0.41 1.17 0.94 - 8 12
CHK 8.0 x 24.0 3,520 0.32 0.95 0.38 1.06 0.94 AISI 316L 6 13
CHK 8.0 x 24.2 3,520 0.32 0.95 0.38 1.06 0.94 AISI 316L 6 13
CFK 8.0 x 25.4 - 0.31 1.00 0.35 1.02 0.86 AISI 316L 6 14
CFK 8.0 x 31.0 - 0.31 1.22 0.41 1.10 0.85 AISI 316L 6 14
CXUS 5/16″ - 0.35 1.03 0.46 1.24 1.21 AISI 318LN 6 53
CHK 9.0 x 27.0 4,400 0.35 1.06 0.43 1.20 1.21 AISI 316L 6 13
CFK 9.0 x 27.0 - 0.35 1.06 0.43 1.20 1.21 AISI 316L 6 14
CFK 9.0 x 31.0 - 0.35 1.22 0.46 1.24 1.11 AISI 316L 6 14
CHK 9.5 x 28.5 5,070 0.37 1.12 0.43 1.23 1.34 AISI 316L 6 13
CDK 10 5,400 0.39 1.10 0.47 1.42 1.51 AISI 316L 6 14/52
CXA 10 - 0.39 1.10 0.47 1.42 1.51 AISI 318LN 6+ 52
CSX 10 - 0.39 1.10 0.47 1.42 1.55 AISI F255 7 53
CHK 10.0 x 28.0 5,510 0.39 1.10 0.47 1.34 1.48 AISI 316L 6 13
CXP 10 - 0.39 1.17 0.47 1.35 1.48 AISI 318LN 6+ 52
CHK 10.0 x 30.0 5,510 0.39 1.18 0.49 1.34 1.48 AISI 316L 6 13
QK 10 6,950 0.39 1.18 0.51 1.46 1.48 - 8 12
CK 10 5,400 0.39 1.18 0.51 1.46 1.48 AISI 316L 6 12
CIA 10 - 0.39 1.18 0.53 1.42 1.48 AISI 316L 6 52
CXI 10 - 0.39 1.18 0.53 1.42 1.48 AISI 318LN 6+ 52
CFK 10.0 x 31.0 - 0.39 1.22 0.49 1.34 1.48 AISI 316L 6 14
CXUS 3/8″ - 0.39 1.22 0.55 1.42 1.48 AISI 318LN 6 53
CFK 10.0 x 35.0 - 0.39 1.38 0.49 1.34 1.41 AISI 316L 6 14
CFK 10.0 x 38.0 - 0.39 1.50 0.49 1.34 1.34 AISI 316L 6 14
CHK 11.2 x 34.0 7,070 0.44 1.34 0.55 1.50 1.88 AISI 316L 6 13
CIA 12 - 0.47 1.42 0.64 1.70 2.15 AISI 316L 6 52
CXI 12 - 0.47 1.42 0.64 1.70 2.15 AISI 318LN 6+ 52
CDK 13 - 0.51 1.42 0.61 1.85 2.62 AISI 316L 6 14/52
CXA 13 - 0.51 1.42 0.61 1.85 2.62 AISI 318LN 6+ 52
CXP 13 - 0.51 1.50 0.61 1.69 2.27 AISI 318LN 6+ 52
CK 13 8,480 0.51 1.54 0.67 1.89 2.55 AISI 316L 6 12
QK 13 11,680 0.51 1.54 0.67 1.89 2.55 - 8 12
CXUS 1/2″ - 0.51 1.58 0.87 2.01 2.55 AISI 318LN 6 53
CFK 13.0 x 45.0 - 0.51 1.77 0.64 1.74 2.35 AISI 316L 6 14
CDK 14 9,695 0.55 1.61 0.66 1.97 2.96 AISI 316L 6 14/52
CXA 14 - 0.55 1.61 0.66 1.97 2.96 AISI 318LN 6+ 52
CXSL 14 - 0.55 2.20 - 1.98 42.99 AISI 318LN 6+ 55
CDK 16 13,250 0.63 1.77 0.76 2.28 3.90 AISI 316L 6 14/52
CXA 16 - 0.63 1.77 0.76 2.28 3.90 AISI 318LN 6+ 52
CXK 16.0 x 45.0 13,200 0.63 1.77 0.76 2.14 3.99 AISI 318LN 6+ 13
CXUS 5/8″ - 0.63 1.79 0.85 2.24 3.83 AISI 318LN 6 53
CXP 16 - 0.63 1.88 0.76 2.16 3.78 AISI 318LN 6+ 52
CK 16 13,250 0.63 1.89 0.82 2.33 3.83 AISI 316L 6 12
CFK 16.0 x 56.0 - 0.63 2.20 0.87 2.28 3.58 AISI 316L 6 14
CXSL 16 - 0.63 2.52 - 2.27 58.42 AISI 318LN 6+ 55
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Terms of Delivery and Payment 

All deliveries are exceptionally based upon our general commercial conditions. All indicated prices are to be understood net, without taxes and packaging. 
Discounts and net-prices are quoted upon request. All deliveries are effected "Ex Works".
Minimum order value $ 100.00. 
All indicated measurements and weights have been evaluated through tests and are not binding values. 
We reserve ourselves the right to alter prices and technical specifications. 
Payment conditions are available upon request. 
All other price lists are no longer valid upon publishing of this version. 
Any way of reproduction, also in extracts is only permitted by written authorization through Ketten Waelder GmbH.

Part number WLL [lbs] d" t" b1 min." b2 max." Weight [lbs] Material Grade Catalog page
CXK 18.0 x 50.0 17,850 0.71 1.97 0.85 2.41 5.03 AISI 318LN 6+ 13
CXA 18 - 0.71 1.97 0.85 2.56 4.91 AISI 318LN 6+ 52
CDKX 18 17,650 0.71 1.97 0.85 2.56 4.91 AISI 318LN 6 14
CX 18 17,650 0.71 2.13 0.96 2.55 4.91 AISI 318LN 6+ 12
CFKX 18.0 x 63.0 - 0.71 2.48 0.94 2.56 4.47 AISI 318LN 6 14
CXSL 18 - 0.71 2.83 - 2.55 74.96 AISI 318LN 6+ 55
CDKX 22 24,245 0.87 2.52 1.09 3.27 7.33 AISI 318LN 6 14
CX 22 24,245 0.87 2.60 1.16 3.12 7.33 AISI 318LN 6+ 12
CXK 22.0 x 66.0 24,245 0.87 2.60 1.04 2.95 7.33 AISI 318LN 6 14
CFKX 22.0 x 80.0 - 0.87 3.15 1.22 3.27 7.22 AISI 318LN 6 14
CXA 22 - 0.87 2.52 1.09 3.27 7.33 AISI 318LN 6+ 52
CXSL 22 - 0.87 3.46 - 3.12 99.21 AISI 318LN 6+ 55
CDKX 26 33,070 1.02 2.87 1.23 3.70 10.22 AISI 318LN 6 14
CXUS 1" - 1.02 3.09 1.42 3.66 10.22 AISI 318LN 6 53
CXA 26 - 1.02 2.87 1.23 3.70 10.22 AISI 318LN 6+ 52
CX 26 33,070 1.02 3.07 1.38 3.69 10.22 AISI 318LN 6+ 12
CFKX 26.0 x 91.0 - 1.02 3.58 1.38 3.70 9.63 AISI 318LN 6 14
CXSL 26 - 1.02 4.09 - 3.69 141.10 AISI 318LN 6+ 55
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Corroding agent Concentration Temperature AISI 304L AISI 316 AISI 316L AISI 318LN
Iron (III) chloride, FeCl2 30 % 20 °C 3L 3L 2L 2L
Ethanoic acid, CH3COOH 50 % 20 °C 0 0 0 0
Fatty acid, C17H33COOH 100 % < 150 °C 0 0 0 0
Fluorine, dry 100 % 20 °C 0 0 0 0
Fluorine, wet 100 % 20 °C 3 3 3 3
Gallic acid, C6H2(OH)3COOH 100 % 20 °C 0 0 0 0
Uric acid, C5H4O4N3 aqueous solution 20 °C 0 0 0 0
Urea, CO(NH2)2 100 % 20 °C 0 0 0 0
Potassium nitrate, KNO3 25 % boiling 0 0 0 0
Lactic acid, C3H6O3 10 % 20 °C 0 0 0 0
Sodium chloride, NaCl saturated 100 °C 1L 1L 0L 0L
Sodium hydroxide, NaOH 25 % boiling 2 2 1 1
Nitrating acid, 20 % H2SO4 + 5 % HNO3 110 °C 1 0 0 0

Phosphoric acid, H3PO4 < 70 %
> 70 % 20 °C 0 

1
0
0

0
0

0
0

Nitric acid, HNO3 < 66 %
99 % 20 °C 0 

1
0
2

0
2

0
2

Hydrochloric acid, HCl 0,5 %
2 %

20 °C
65 °C

1L
3

1L
3

1L
3

1L
3

Sulphuric acid, H2SO4

< 5 %
10 %
60 %
60 %

20 °C
20 °C
20 °C
70 °C

1
2
3
3

0
1
2
3

0
1
2
3

0
1
2
3

Tartaric acid, COOH(CHOH)2COOH 50 %
50 %

20 °C
boiling

0
2

0
1

0
1

0
1

0 = resistant to erosive surface corrosion
1 = slightly affected by erosive surface corrosion
2 = low resistance to erosive surface corrosion
3 = non-resistant to erosive surface corrosion
L = pitting corrosion, crevice corrosion or stress crack corrosion possible

Corrosion Resistance
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